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Suspension  Clamps 
 

1

Suspension Clamps  (Trunnion  Type) 
 

 
 

Catalog 
No. 

mm Conductor 
Dia. 

mm)Dimensions 

kN) 
Rated Failure 

Load 

 

kg) Weight 
h L R 

XGU-1 5.0-7.0 78 180 4.0 40 1.4 

XGU-2 7.1-13.0 75 200 7.0 40 1.8 

XGU-3 13.1-21.0 91 220 11.0 40 2.0 

XGU-4 21.1-26.0 96 250 13.5 40 3.0 

 
 
2

Suspension Clamps  (Wish Socket-clevis) 
 

 
 

 
 

Catalog 
No. 

mm Conductor 
Dia. 

mm)Dimensions 

kN) 
Rated Failure 

Load 

kg) 
Weight h L R 

XGU-5A 23.0-33.0 140 300 17 70 5.7 

XGU-6A 34.0-45.0 140 300 23 70 6.1 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 

线夹本体、压板和碗头挂板为可锻铸铁件，闭口销为不锈

钢制件、其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 

The clamp body, keepers and socket-clevis are malleable 
iron, cotter- pins are stainless steel, the,other parts are 
steel, All ferrous parts are hot-dip galvanized 
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3 U 

Suspension Clamps  (With  Clevis)   
 

 
 

Catalog 
No. 

mm Conductor 
Dia. 

mm)Dimensions 

kN) 
Rated Failure 

Load 

 

kg)  Weight 
h L R 

XGU-5B 23.0-33.0 120 300 17 70 5.4 

XGU-6B 34.0-45.0 120 300 23 70 5.8 

XGU-7B 45.0-48.7 130 300 26 70 6.2 

4

Suspension Clamps  (Abrasion-proof  Type) 
 

 
 

4-1 
 

Catalog 
No. 

mm Conductor 
Dia. 

 

mm)Dimensions 

 

kN) 
Rated Failure Load 

 

kg) Weight 
L h R C 

XGU-1F 5.0-7.0 180 70 4.0 18 40 1.7 

XGU-2F 7.1-13.0 200 70 7.0 18 40 2.1 

XGU-3F 13.1-21.0 220 90 11.0 18 40 2.4 

XGU-4F 21.1-26.0 250 90 13.5 18 40 3.4 

XGU-5F 23.0-33.0 300 90 17.0 40 70 5.5 

XGU-6F 34.0-45.0 300 70 23.0 40 70 6.0 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 
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4-2 
 

Catalog 
No. 

mm Conductor 
Dia. 

 

mm)Dimensions 

 

kN) 
Rated Failure Load 

kg) 
Weight L d h R 

XDU-1A 5.0-7.0 180 16 70 4.0 50 1.8 

XDU-2A 7.1-13.0 200 16 67 7.0 50 2.3 

XDU-3A 13.1-21.0 220 16 63 11.0 50 2.5 
 

 
 

4-3 
 

Catalog 
No. 

mm Conductor 
Dia. 

 

mm)Dimensions 

 

kN) 
Rated Failure Load 

kg) 
Weight L M C h R 

XDU-2B 7.1-13.0 200 16 20 116 7.0 50 2.9 

XDU-3B 13.1-21.0 220 16 20 121 11.0 50 2.9 

XDU-4B 21.0-26.0 250 16 20 132 13.5 50 3.9 

XDU-5B 23.0-33.0 300 16 20 136 17.0 65 4.2 

XDU-6B 34.0-45.0 300 16 20 142 23.0 65 4.6 

 
 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 
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4-4 
 

Catalog 
No. 

mm Conductor 
Dia. 

mm)Dimensions kN) 
Rated Failure Load 

kg) 
Weight L M C h R 

XDU-3C 13.1-21.0 220 16 20 111 11.0 50 2.8 

XDU-4C 21.0-26.0 250 16 20 122 13.5 50 3.8 

XDU-5C 23.0-33.0 300 16 20 126 17.0 65 4.1 

XDU-6C 34.0-45.0 300 16 20 132 23.0 65 4.4 
 

 
 
 

 
 

4-5 
 

Catalog 
No. 

mm Conductor 
Dia. 

 

mm)Dimensions 

 

kN) 
Rated Failure Load 

kg) 
Weight L M h R 

XDU-3D 13.1-21.0 220 16 129 11.0 50 3.0 

XDU-4D 21.1-26.0 250 16 140 13.5 50 4.0 

XDU-5D 23.0-33.0 300 16 144 17.0 65 4.3 

XDU-6D 34.0-45.0 300 16 150 23.0 65 4.6 
 

5 XGT 

Suspension Clamps  (XGT  Type) 
 

 
 

 

Catalog No. 
mm

Conductor 
Dia. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight 

L M C h R 

XGT-1 5.0-7.0 180 16 18 52 4.0 40 3.3 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制

件、其余为钢制件、可锻铸铁件和钢制件热镀锌。碗

头按 IEC16 标记。 

 
Trie clamp body and keepers are malleable iron 
cotter - pins are stainless steel. the other parts are 
steel. All ferrous parts are hot-dip galvanized 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 
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6

Suspension Clamps  for Twin  Jumper  Conductors 
 

 
 
 
 

 

Catalog 
No. 

 

Fig 

mm
Conductor 

Dia. 

 

mm)Dimensions 
kg) 

Weight L B R h M C b  

XTS-1 1 24.0 200 50 13 77 16 19   4.5 

XTS-2 2 28.0 210 60 16 100 16 20 12 18 6.3 

XTS-3 2 30.0-37.0 210 70 20 80 16 20 12 18 6.4 

 
7 XGJ 

Suspension Clamps  (Type XGJ) 
 
 
 
 
 
 
 

XGT-2 7.1-13.0 200 16 18 68 7.0 40 4.9 

XGT-3 13.1-21.0 220 16 27 53 11.0 40 5.6 

XGT-4 21.0-26.0 250 16 27 61 13.5 40 6.5 

XGT-5 23.0-33.0 300 16 38 64 17.0 60 8.7 

XGT-6 34.0-45.0 300 16 46 43 23.0 60 9.8 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 
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Catalog 

No. Fig 
 

（mm） 
Conductor Dia. 

（mm)Dimensions 
（kN)Rated 
Failure Load 

（kg) 
Weight 

L C M h R 
XGJ-4T 3 30.0-45.0 380 26 18 16 22.0 80 9.0 
XGJ-5 3 23.0-43.0 390 24 22 121 22.0 120 8.8 

XGJ-5A 3 23.0-43.0 476 24 22 180 22.0 120 9.1 
XGJ-5B 3 23.0-43.0 476 24 24 180 22.0 160 13.4 
XGJ-5T 3 30.0-45.0 380 26 24 160 23.0 160 9.1 

 

8 500kV 

Suspension Clamps  for 500Kv  T  L (Carrisd-up  Type) 
 

 

Catalog 
No. 

 

Fig 

mm
Conductor 

Dia. 

mm)Dimensions kN) 
Rated 

Failure Load 

kg) 
Weight 

 

L 
 

C 
 

M 
 

h 
 

R 

XGJ-2 1 11.0-13.0 300 19 18 52 8.0 100 4.4 

XGJ-3 2 13.1-18.0 300 18 16 190 9.0 70 4.8 

XGJ-4 2 21.1-23.0 300 18 16 190 11.5 70 4.9 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、

其余为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - 
pins are stainless steel. the other parts are steel. All 
ferrous parts are hot-dip galvanized 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余

为热镀锌钢制件。 

 
The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts arehot-dip 
galvanized steal 
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9 500kV 

Suspension Clamps  for 500kV  T  L (Hang-dwon  Tape) 
 

 
 

Catalog 
No. 

 

Fig 

mm
Conductor 

Dia. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight 

C M h R 

XGF-4X 1 23.0-26.0 28 16 64 14 60 3.2 

XGF-5XB 2 23.0-34.0 42 16 65 16 60 3.5 

 
10 500kV 

Suspension Clamps  for 500kV  High Elevation  T 
 

 

   L C M h R   

XGF-5KB 1 23.0-32.0 290 34 16 62 16 60 3.40 

XGF-5K 2 23.0-34.0 300 24 16 55 17 70 2.38 

XGF-4208K 2 34.0-44.0 310 24 16 60 22 80 3.80 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为热镀锌钢制

件。 

 XGF-9X/GH 与 UB-9-1 配装． 

 XGF-12X/GH 与 ZBS-12-1 配装． 

XGF-15X/GH 与 ZBS-15—1 配装。 

 
  The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts are hol-dip 
galvanized steel 
  XGF-9X/GH isinstalled with UB-9-1, 
  XGF-12X/GH is installed with ZBS-12-1 
  XGF-15X/GH is installed with ZBS-15-1 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为热镀锌钢制

件。 

 XGF-9X/GH 与 UB-9-1 配装． 

 XGF-12X/GH 与 ZBS-12-1 配装． 

XGF-15X/GH 与 ZBS-15—1 配装。 

 
  The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts are hol-dip 
galvanized steel 
  XGF-9X/GH isinstalled with UB-9-1, 
  XGF-12X/GH is installed with ZBS-12-1 
  XGF-15X/GH is installed with ZBS-15-1 
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Catalog 
No. 

 

mm
Conductor Dia. 

 

mm)Dimensions 
kN) 

Rated 
Failure Load 

kg) 
Weight C M h R 

XGF-4X/GH 23.0-26.0 28 16 64 14 70 3.4 

XGF-5X/GH 24.0-30.0 34 16 68 17 70 3.6 

XGF-9X/GH 35.0-44.0 48 18 70 22 90 4.6 

XGF-12X/GH 35.0-44.0 48 22 70 22 120 4.7 

XGF-15X/GH 35.0-44.0 48 24 72 22 150 4.9 
 

 
 
 

11 500kV 

Suspension Clamps  for 500Kv  T  L 
 

 
 

11-1 
 

Catalog 
No. 

mm
Conductor 

Dia. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight 

L C R h M 

XGF-5X 24.0-34.0 300 18 17 130 16 70 3.5 

CGF-40C-8 23.0-37.0 310 22 20 140 16 80 6.1 

CF-4010C 30.0-37.0 310 22 20 145 18 100 6.5 
 

 
 

11-2 
 

Catalog mm  

 

mm)Dimensions 
kN) 

Rated 

kg) 
Weight 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为热

镀锌钢制件。 

 
The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts arehot-dip 
galvanized steal 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为热

镀锌钢制件。 

 
The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts arehot-dip 
galvanized steal 
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12 330kV 

Suspension Clamps  for 330Kv  T  L 
 

 

 
 

 

12-1 
 

Catalog 
No. 

mm
Conductor 

Dia. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight 

L C R h M 

XGF-3XB 16.0-19.0 210 20 11.5 118 16 40 2.8 

 
 

12-2 
 

Catalog 
No. 

mm
Conductor 

Dia. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight 

L C R h M 

CGF-4 19.0-22.0 230 26 13 52 16 40 3.4 

No. Conductor 
Dia. 

 

C 
 

R 
 

h 
 

h1 
 

M 
Failure Load  

CGF-54100C 45.0-52.0 22 27 147 70 18 100 7.5 

CF-54150C 45.0-52.0 26 27 183 100 24 150 8 

CGF-15C 35.0-46.0 28 23 167 100 18 150 7.2 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为热

镀锌钢制件。 

 
The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts arehot-dip 
galvanized steal 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为热

镀锌钢制件。 

 
The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts arehot-dip 
galvanized steal 
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13 750kV 

Suspension Clamps  for 750Kv  T  L 
 

 
 

Catalog 
No. 

mm
Conductor 

Dia. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight 

C R h h1 M 

CGF-10034 24.0-33.0 22 17 148 80 18 100 9.0 

CGF-13044 36.0-42.0 22 22 163 95 22 130 10.0 

14

Suspension  Clamps for Twin  Clamps of  Vertical  Arrange 
 

 
 

Catalog 
No. 

mm
Conductor 

Dia. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

kg) 
Weight L M C h h1 R 

XCS-4 21.0-26.0 250 16 20 400 90 13.5 40 10.2 

XCS-5 23.0-33.0 300 16 38 400 90 17.0 70 14.6 

XCS-5-10 23.0-33.0 300 18 38 400 90 17.0 100 15.0 

XCS-5-12 23.0-33.0 300 22 40 400 121 17.0 120 15.2 

XCS-6B 34.0-45.0 300 16 38 400 90 23.0 100 15.0 

XCS-6-10 34.0-45.0 300 18 38 400 90 23.0 100 15.3 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为热

镀锌钢制件。 

 
The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts arehot-dip 
galvanized steal 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、其余

为钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - pins 
are stainless steel. the other parts are steel. All ferrous parts 
are hot-dip galvanized 
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15

Aluminium Alloy  Suspension Clamps  for  Twin Conductor 
 

 
Energy Saving Type) 

 

 
 

 

Catalog 
No. 

 

mm
Conductor 

Dia. 

 

mm)Dimensions kN) 
Rated 

Failure 
Load 

 

kg) 
Weight 

 

 

Link 
Fitting 

 

L 
 

M 
 

C 
 

h 
 

h1 
 

R 

CCSJ-3 13.1-21.0 210 16 22 400 54 11.0 40 5.5 W-7A 

CCSJ-4 21.1-26.0 250 16 27 400 62 13.5 40 6.8 W-0724 

CCSJ-5 23.0-33.0 280 16 36 400 66 17.0 70 7.5 W-1032 

CCSJ-6 34.0-45.0 290 16 48 400 72 23.0 70 8.2 WS-10 

16

Aluminum  Alloy  Suspension Clamps(Envelope  Type) 
 

 
 

Catalog 
No. 

mm
Conductor 

Dia. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

kg) 
Weight L M C h R 

CGL-2 7.0-13.0 190 16 14 48 7.0 40 1.4 

CGL-3 13.1-21.0 210 16 22 54 11.0 40 2.3 

CGL-4 21.1-26.0 250 16 27 62 13.5 40 2.9 

CGL-5 23.1-33.0 280 16 36 66 17.0 70 3.1 

CGL-6 34.0-45.0 290 16 48 72 23.0 70 3.8 

线夹本体和压板为铝合金，挂板和闭口销为不锈钢制件、其

余为热镀锌钢制件。 

 
The clamp body and keepers are aluminium alloy,clevises 
and cotter- pins are stainless steel, the other parts are hot-
dip galvanized steel. 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为热

镀锌钢制件。 

 

 The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts arehot-dip 
galvanized steal 
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17

Prevent dizzy  type  wire  clip  overhang 
 

 
 

 

Catalog No. Suitable 
Conductor 

 

mm)Dimensions 

 

 

kg)  Weight 

c d h l r 

CGF-300 LGJ-300/40  
 

 
24 

 
 

 
16 

60 250 13.0 3 

CGF-6 LGJ-500/45 63 300 18.0 4.2 
 

CGF-7 
LGKK-590 
LGKK-900 

 

65 
 

300 
 

26.5 
 

4.5 

CGF-1400 LGKK-1400 65 300 24.0 4.5 

18

Suspension Clamps  for Jumper  Conductors 
 

 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为

热镀锌钢制件。 

 

 The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts arehot-dip 
galvanized steal 
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Catalog 
No. 

 

Fig 
Suitable 
Conductor 

 

mm)Dimensions 
kg) 

Weight L L1 L2 L3 1 b b1 

XTF4-35150 1 LGJ-150/25 350 200   18 10 16 6.5 

XTF4-50300 1 LGJ-300 500 240 165  18 10 16 11.0 

XTF4-45300 1 LGJ-300 450 240 165  18 10 16 8.6 

XTF4-45400 1 LGJ-400 450 240 165  18 10 16 8.6 

XTF4-4549300 1 LGJ-300 450 240 165 490 18 10 16 8.7 

XTF4-4549400 1 LGJ-400 450 240 165 490 18 10 16 8.7 

XTF4-45500 1 LGJ-500 450 240 165  18 10 16 8.6 

XTJ-630 1 LGJ-630/55 500 240 165  18 10 16 8.8 

XTJ-720 2 LGJ-720/50 500 240 165  26 10 18 8.8 

XT4-45300 2 LGJ-300 5E+05 240   18 10 16 6.6 

XT4-45400 2 LGJ-400 450 240   18 10 16 6.6 

XT4-4549300 2 LGJ-300 450 240  490 18 10 16 7.5 

XT4-4549400 2 LGJ-400 450 240  490 18 10 16 7.5 
 

XTF4-35150 ZC-18G 

Note: If install Counter Weight, it can connect with ZC-18G 
 

 
except XTF4-35150 

 
 
 
 
 
 
 

Strain  Clamp 
 

1

Strain Clamps  (Bolt  type) 
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Catalog No. 

 
 

mm
Conductor Dia. 

 

mm)Dimensions kN) 
Rated 

Failure 
Load 

 
 

kg) 
Weight  

M 
 

C 
 

L1 
 

L2 
 

R 

NLD-1 5.0-10.0 16 18 150 120 6.5 20 1.3 

NLD-2 10.1-14.0 16 18 2.5 130 8.0 40 2.1 

NLD-3 14.1-18.0 18 22 310 160 11.0 70 4.6 

NLD-4 18.1-23.0 18 25 410 220 12.5 100 7.1 
 

2 NL 

Strain Clamps  (NL-type  ramjet  bolt) 
 

 
 

 
 
 

 

 

Catalog No. 

 

mm Conductor 
Dia. 

 

mm)Dimensions 
U 
U-screws 

 

d 
 

c 
 

L1 

 
L2 

 
r 

Number Dia. 

NL-1 5.0-10.0 16 18 150 120 6.5 2 12 

NL-2 10.1-14.0 16 18 205 130 8.0 3 12 

线夹本体和压板为可锻铸铁件，闭口销为不锈钢制件、其余为

钢制件、可锻铸铁件和钢制件热镀锌。 

 
Trie clamp body and keepers are malleable iron cotter - pins 
are stainless steel. the other parts are steel. All ferrous parts 
are hot-dip galvanized 



15 

 
 

 

 

 

 
 
3

Aluminium  Alloy  Strains Clamp  (Bolt  type) 
 

 
 

 

Catalog 
No. 

 

mm
Conductor Dia. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight 

L1 L2 C M 

NLJ-2 7.0-14.0 182 175 20 16 70 2.1 

NLJ-3 14.1-18.0 265 268 24 16 70 2.5 

NLJ-4 18.1-23.0 288 290 25 16 100 3.2 

4

Stain  Clamps  for Steel  Wire  (Anchor forged  Type) 
 

 
 

 
 

 

Catalog 
No. 

Suitable 
Steel  Wire 

 

mm)Dimensions 

 

 

kN
SlipStength 

 

 

kg) 
Weight 

Standard Marker 

 

 

D 

 

 

d 

 

 

L 

 

 

L1 

 

 

L2 

 

NY-35G 
GB1200-88 
1270N/mm² 

 

1*7-17.8 
 

16 
 

16 
 

195 
 

115 
 

50 
 

45 
 

0.52 

NL-3 14.1-18.0 18 22 310 160 11.0 4 16 

NL-4 18.1-23.0 18 25 410 220 12.5 4 16 

线夹本体和压板为铝合金，闭口销为不锈钢制件、其余为

热镀锌钢制件。 

 
The clamp body and keepers are aluminium alloy,cotter- 
pins are stainless steel, the other parts are hot-dip 
galvanized steal 

热镀锌钢制件。 

 
Hot-dip galvanized steel. 
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NY-55G 
GB1200-88 
1270N/mm² 

 

1*7-9.6 
 

20 
 

16 
 

220 
 

140 
 

50 
 

70 
 

0.70 

 

NY-80G 
GB1200-88 
1270N/mm² 

 

1*7-11.5 
 

24 
 

18 
 

260 
 

170 
 

55 
 

100 
 

1.30 

 

NY-100GC 
GB1200-88 
1370N/mm² 

 

1*19-13 
 

28 
 

22 
 

325 
 

220 
 

70 
 

130 
 

1.64 

 

NY-125GC 
GB1200-88 
1370N/mm² 

 

1*19-14.5 
 

32 
 

24 
 

360 
 

250 
 

80 
 

165 
 

1.70 

 

NY-150GC 
GB1200-88 
1370N/mm² 

 

1*7-16.0 
 

34 
 

24 
 

395 
 

270 
 

80 
 

200 
 

2.52 

 

NY-50G 
GB1200-75 
125kg/mm² 

 

1*19-9.0 
 

18 
 

16 
 

210 
 

130 
 

50 
 

60 
 

0.63 

 

NY-70G 
GB1200-75 
125kg/mm² 

 

1*19-11.0 
 

22 
 

18 
 

245 
 

155 
 

55 
 

80 
 

1.02 

 

NY-100G 
GB1200-75 
125kg/mm² 

 

1*19-13.0 
 

26 
 

20 
 

290 
 

185 
 

65 
 

120 
 

1.63 

 

NY-120G 
GB1200-75 
125kg/mm² 

 

1*19-14.0 
 

28 
 

22 
 

310 
 

195 
 

70 
 

140 
 

1.90 

 

NY-135G 
GB1200-75 
125kg/mm² 

 

1*19-15.0 
 

30 
 

22 
 

330 
 

215 
 

70 
 

155 
 

2.30 

 

NY-100G(D) GB1200-75 
125kg/mm² 

 

1*19-13.0 
 

26 
 

22 
 

290 
 

185 
 

70 
 

123 
 

1.50 

 

NY-125G(D) GB1200-75 
125kg/mm² 

 

1*19-14.0 
 

29 
 

22 
 

315 
 

205 
 

70 
 

140 
 

1.90 

 

5

Strain Clamps  for  Steel Wire (Compression  Type) 
 

 
 
 
 
 
 

 

Catalog 
No. 

mm) 
Conductor 

Dia. 

 

mm)Dimensions 
 

kN
SlipStength 

 

kg) Weight  

D 
 

d 
 

L 
 

L1 
 

L2 

NY-35G 7.8 16 16 205 115 45 45 0.52 

NY-50G 9.1 18 16 230 130 55 60 0.63 

NY-70G 11.0 22 16 315 155 110 88 1.02 

热镀锌钢制件。 

 
Hot-dip galvanized steel. 
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NY-100G 13.0 26 20 365 185 130 123 1.63 

NY-100GC 13.0 28 22 340 220 70 130 1.80 

NY-120G 14.0 28 22 320 195 65 143 1.90 

NY-125GC 14.5 32 24 390 260 80 143 1.90 

NY-135G 15.0 30 22 365 215 80 164 2.30 

NY-150G 16.0 32 24 390 230 90 187 2.76 
 

6

Strain Clamps for AS. Stranded Wire (Hydraulic 
 

 
Compression  Type) 

 

 
 

 
 
 

 

Catalog No. 

 

简图 

Fig 

适用导线 
Suitable 
Conductor 

 

mm)Dimensions 
 

k N
SlipStength 

 

kg) 
Weight 

 

D D1 
 

d 
 

L 
 

L1 
 

R 

NY-50BG 1 JLB1A-50 32 22 16 370 60 11 56.7 2.2 

NY-55BG-27 1 LBGJ-55-27AC 30 20 16 320 55 10 52.0 2.0 

NY-70BG 1 JLB3-70 38 24 16 430 55 12 56.4 2.8 

NY-75BG-27 1 LBGJ-75-27AC 34 22 18 400 60 11 67.5 2.3 

NY-90BG 1 JLB2-40 36 24 18 405 55 11 97.6 3.3 

NY-95BG 1 JLB-4-95 34 24 16 375 55 12 58.2 2.1 

NY-100BG 1 LBGJ-100-20AC 40 26 22 420 70 14 122 5.5 

NY-120BG.1 1 LBGJ-120 34 24 18 380 55 11 74.2 2.9 

NY-120BG 1 LB4-120 34 24 18 395 55 12 74.2 2.4 

NY-120.1BG 1 LB20J-120 45 30 22 535 80 14 146.2 4.6 

NY-150BG.1 1 LBGJ-150-40AC 36 26 18 415 55 11 87.4 2.8 

NY-150BG 1 JLB1A-150 36 26 18 425 55 13 90.6 2.8 

NY-185BG 1 LBGJ-185-20AC 48 36 24 510 85 15 209 7.0 

NY-240BG-14 2 JLB4-24 60 45 36 795 100 22.5 310 15.6 

NY-350BG(B) 
-40 

 

2 LBGJ-350-40AC 
 

60 
 

45 
 

26 
 

705 
 

110 
 

17 
 

218 
 

14.8 

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件。 

 
The clamp body and jumper are aluminium.the other 
parts are hot-dip galvanized steel. 
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Strain Clamps for HRAAS  Conductor (Hydraulic  Compression) 
 

 
 

 

 
 

Catalog No. 

 

适用导线外径 

（mm)Conductor 

Dia. 

 

mm)Dimensions 
破坏载荷 

（kN) 

Rated 

Failure 

Load 

 

 

kg) 
Weight 

 

 

L1 

 

R 

 

 

d 

 

 

D 

 

 

D1 

NY-240DC ZTACIR-240 55 11 18 45 22 85.0 3.9 

NY-290DC ZTACIR-290 55 11 18 48 20 99.0 4.0 

NY-410DC ZTACIR-410 55 14 18 55 22 123.0 4.4 

240

Note: Conductor is HRAAS Condiutor, the highest temperature 

is 240

8

Strain Clamps  (Hydraulic Compression  Type) 
 

 

 
8-1 

 

Catalog No. 
Suitable 
Conductor 

mm)Dimensions kN
SlipStength 

kg) 
Weight D D1 d L L1 R 

NY-70/40 LGJ-70/40 32 18 16 450 55 11.0 55 2.3 

NY-95/55 LGJ-95/55 32 18 18 500 55 10.0 74 2.5 

NY-150/20 LGJ-150/20 32 14 16 390 55 8.5 44 2.1 

NY-150/25 LGJ-150/25 32 14 16 410 65 8.5 52 2.2 

线夹本体为铝制件，其余为热镀锌钢制件 

 
The clamp body are aluminium.the other 
parts are hot-dip galvanized steel. 

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件 

 
The clamp body and jumper are aluminium.the other 
parts are hot-dip galvanized steel. 
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NY-185/25 LGJ-185/25 32 14 16 460 55 9.0 57 2.3 

NY-240/30 LGJ-240/30 36 16 18 520 55 11.0 72 2.7 

NY-240/40 LGJ-240/40 36 16 18 535 55 11.0 79 2.8 

NY-240/55 LGJ-240/55 36 20 18 565 55 11.0 97 2.9 

NY-300/15 LGJ-300/15 40 14 165 515 50 11.0 65 3.5 

NY-300/20 LGJ-300/20 40 14 18 590 55 12.0 72 3.5 

NY-300/25 LGJ-300/25 40 14 18 600 55 12.0 79 3.6 

NY-300/40 LGJ-300/40 40 16 18 610 55 12.0 88 3.6 

NY-300/50 LGJ-300/50 40 19 20 560 65 12.0 98 3.7 

NY-300/70 LGJ-300/70 42 22 20 665 60 12.5 122 3.8 

NY-400/20 LGJ-400/20 45 14 18 540 55 11.0 84 3.6 

NY-400/25 LGJ-400/25 45 16 18 610 70 13.0 91 3.7 

NY-400/35 LGJ-400/35 45 16 20 640 65 13.5 99 4.0 

NY-400/50 LGJ-400/50 45 20 20 660 70 14.0 117 4.8 

NY-400/65 LGJ-400/65 48 22 22 640 70 13.0 128 5.8 

NY-400/95 LGJ-400/95 48 26 22 735 80 15.0 163 6.6 

NY-500/35 LGJ-500/35 52 16 20 620 65 14.0 114 5.3 

NY-500/45 LGJ-500/45 52 18 20 625 70 14.0 122 5.4 

NY-500/65 LGJ-500/65 52 22 20 720 70 15.0 146 6.2 

NY-630/45 LGJ-630/45 60 18 22 700 70 16.0 141 7.7 

NY-630/55 LGJ-630/55 60 24 22 700 75 17.0 156 7.9 

NY-630/80 LGJ-630/80 60 24 24 810 80 15.0 3183 9.2 

 
 

8-2 
 

 

Catalog 
No. Suitable 

Conductor 

 

mm)Dimensions 
 

kN
SlipStength 

kg) 
Weight 

 

D 
 

D1 
 

b 
 

L  

NY-465/60 JLHAI/G1A-465/60 65 22 25 880 25 207 12.5 

 
 

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件 

 
The clamp body and jumper are aluminium.the other 
parts are hot-dip galvanized steel. 
 

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件 

 
The clamp body and jumper are aluminium.the other 
parts are hot-dip galvanized steel. 
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8-3 
 

 

Catalog No. 
Suitable 
Conducto 

r 

 

mm)Dimensions 
 

kN
SlipStength 

kg) 
Weight 

 

备注 

Remarks  

D 
 

D1 
 

d 
 

L 
 

L1 
 

R 

 

NY-240/30HA(B) LGJ-240/ 
30 

 

36 
 

16 
 

18 
 

545 
 

55 
 

11.0 
 

72 
 

2.9 
 

 

NY-300/40HA(B) LGJ-300/ 
40 

 

40 
 

16 
 

18 
 

550 
 

55 
 

11.0 
 

88 
 

3.1 
 

 

NY-400/35HA(B) 
LGJ-400/ 

35 

 

45 
 

16 
 

20 
 

615 
 

65 
 

13.5 
 

99 
 

4.0  

 

NY-400/50HA(B) 
LGJ-400/ 

50 

 

45 
 

20 
 

22 
 

590 
 

70 
 

13.0 
 

117 
 

4.2 
 

 

NY-500/45HA(B) 
LGJ-500/ 

45 

 

52 
 

18 
 

20 
 

608 
 

70 
 

14.0 
 

120 
 

5.5 
 

 

NY-630/45HA(B) LGJ-630/ 
45 

 

60 
 

18 
 

22 
 

695 
 

70 
 

16.0 
 

140 
 

7.8  

 

NY-650/55HA(B) LGJ-630/ 
55 

 

60 
 

20 
 

22 
 

690 
 

80 
 

14.0 
 

155 
 

7.9 
 

 

NY-630/80HA(B) LGJ-630/ 
80 

 

60 
 

24 
 

26 
 

775 
 

80 
 

17.0 
 

180 
 

9.1  

 

NY-720/50HA(B) ACSR-720 
/50 

 

60 
 

20 
 

26 
 

670 
11 
0 

 

15.0 
 

162 
 

10.5 
 

 

 NY-XXX/XXB。 

 
Note: B is30°terminal clamp ,for example :the  ordering  type is NY-XXX/XXB 

 
9

Strain  Clamps for AAA   Conductor  (Hydraulic   Compression  
 

Type) 
 

 
 

 

Catalog No. Suitable 
Conductor 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

L 
 

R 
 

d 
 

D 
 

D1 

NYH-240 LHBJ-240 55 10.0 18 36 20 63.7 4.0 

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件 

 
The clamp body and jumper are aluminium.the other parts are 
hot-dip galvanized steel. 
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NYH-340 LHBJ-340 75 11.5  18 40 23 94.0  6.7 

10

Strain Clamps  (Explosive   Compression  Type) 
 

 
 

 
 
 

 

Catalog No. Suitable 
Conductor 

mm)Dimensions 
 

kN
SlipStength 

kg) 
Weight 

 

Remarks 
 

D 
 

d 
 

L 
 

L1 
 

R 

NB-70/40A(B) LGJ-70/40 32 16 380 55 10.0 55.0 2.20  

NB-95/55A(B) LGJ-95/55 34 18 400 50 11.0 74.0 2.31  

NB-120/20A(B) LGJ-120/20 26 14 370 55 9.0 39.0 1.50  

NB-120/70A(B) LGJ-120/70 36 22 430 70 13.0 93.5 2.70 钢锚整锻 

NB-150/25A(B) LGJ-150/25 30 16 375 55 9.0 51.4 1.90  

NB-185/25A(B) LGJ-185/25 32 16 360 55 9.0 56.4 1.80  

NB-185/30A(B) LGJ-185/30 34 16 360 50 9.0 61.0 1.90  

NB-240/30A(B) LGJ-240/30 36 16 410 55 11.0 72.0 2.04  

NB-240/40A(B) LGJ-240/40 36 18 420 55 11.0 79.0 2.20  

NB-240/40HA(B) LHBGJ-240/40 45 20 500 65 12.0 114.5 3.80 钢锚整锻 

NB-300/15A(B) LGJ-300/15 40 16 440 55 11.0 64.7 2.80  

NB-300/20A(B) LGJ-300/20 40 16 410 55 10.0 72.0 2.74  

NB-300/25A(B) LGJ-300/25 40 16 410 55 11.0 79.0 2.91  

NB-300/40A(B) LGJ-300/40 40 16 410 55 11.0 88.0 2.91  

NB-300/50A(B) LGJ-300/50 40 18 470 55 12.0 98.0 3.20  

NB-300/70A(B) LGJ-300/70 42 18 480 65 12.0 122.0 3.41  

NB-400/25A(B) LGJ-400/25 45 18 480 65 12.0 91.1 3.50  

NB-400/35A(B) LGJ-400/35 45 20 480 65 12.0 99.0 3.62  

NB-400/50A(B) LGJ-400/50 45 20 470 65 12.0 117.0 3.58  

NB-400/65A(B) LGJ-400/65 48 20 490 70 13.0 128.0 4.30  

NB-400/95A(B) LGJ-400/95 48 22 540 80 14.0 163.0 5.10  

NB-500/35A(B) LGJ-500/35 52 20 500 70 14.0 114.0 5.40  

NB-500/45A(B) LGJ-500/45 52 20 500 70 14.0 122.0 5.70  

NB-630/45A(B) LGJ-630/45 60 22 580 80 16.0 141.0 6.50  

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件 

 
The clamp body and jumper are aluminium.the other 
parts are hot-dip galvanized steel. 
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B 30 NY-XXX/XXB

Note:  B  is30 terminal  clamp for example NY-XXX/XXB 
 

11

Strain Clamps  for  ACSR AS  Conductor  (Hydraulic  
 

Compression  Type) 
 

 
 
 
 

 

 

Catalog No. 

 

Fig 

Suitable 
Conductor 

 

mm)Dimensions 
 

kN
SlipStength 

 

kg) 
Weight 

 

D 
 

D1 
 

d 
 

L 
 

L1 
 

R 

NY-50/30BG 1 JL/LB14-50/30 26 16 16 415 55 10.0 48.1 1.1 

NY-70/40BG-1 1 JL-LB14 36 20 16 440 55 11.0 65.7 1.7 

NY-95/55BG 1 JLB40-95/55 34 24 16 395 55 12.0 55.3 2.2 

NY-240/40BG 1 JL/LB1A-240/40 38 18 18 565 70 13.0 81.6 3.3 

NY-300/40BG 1 JL/LB1A-300/40 40 18 18 600 55 12.0 90.0 2.4 

NY-300/50BG 1 JL/LB20A-300/50 40 20 18 630 70 13.0 101.2 2.6 

NY-400/35BG 1 JL/LB20A-400/35 48 18 20 655 65 13.5 100.0 4.6 

NY-400/50BG 1 JL/LB1A-400/50 45 22 20 640 78 13.0 122.1 4.8 

NY-630/45BX 2 JL/LB20A-630/45 60 20 22 700 80 14.0 144.0 8.5 

 
12

Strain Clamps  for HRAAS  Conductor  (Hydraulic 
 

 
Compression  Type) 

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件 

 
The clamp body and jumper are aluminium.the other parts are 
hot-dip galvanized steel. 
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Catalog No. Suitable 
Conductor 

 

mm)Dimensions 
 

kN
SlipStength 

kg) 
Weight 

 

D 
 

D1 
 

d 
 

L 
 

L1 
 

R 

NY-185/30N NRLH58     GJ-185/30 
60 36 16 16 525 55 10.0 59.0 4.3 

NY-240/30N NRLH58     GJ-240/30 
60 45 18 18 570 55 11.0 69.5 4.4 

NY-240/40N NRLH58     GJ-240/40 
60 45 18 18 280 55 10.5 76.5 4.4 

NY-300/40N NRLH58     GJ-300/40 
60 50 16 18 575 55 12.0 85.4 6.5 

NY-300/50N NRLH58     GJ-300/50 
60 50 18 18 575 65 12.0 96.0 6.5 

NY-400/35N NRLH58     GJ-400/35 
60 55 16 20 695 65 13.5 93.6 7.3 

NY-400/50N NRLH58     GJ-400/50 
60 55 24 20 670 70 13.5 112.0 7.5 

NY-500/35N NRLH58     GJ-500/35 
60 65 18 20 640 70 14.0 108.3 7.9 

NY-500/45N NRLH58     GJ-500/45 
60 65 20 20 645 70 14.0 117.1 8.1 

NY-630/45N NRLH58     GJ-630/45 
60 70 20 22 530 80 16.0 133.6 8.6 

 

13

Strain Clamps  for  AACSR  (Hydraulic Compression  Type) 
 

 
 

 

Catalog No. Suitable 
Conductor 

 

mm)Dimensions 
 

kN
SlipStength 

kg) 
Weight 

 

D 
 

D1 
 

d 
 

L 
 

L1 
 

R 

NY-70/40HG LHBGJ-70/40 36 18 16 44 55 11.0 63.4 3.0 

NY-120/70HG LHBGJF-120/70 36 24 16 555 55 13.0 108.8 3.7 

NY-240HG LHAGJ-240 45 18 20 590 65 12.0 101.0 5.0 

NY-300/50HG LHBGJ-300/50 50 20 22 670 75 13.5 136.4 6.4 

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件 

 
The clamp body and jumper are aluminium.the other parts are 
hot-dip galvanized steel. 

线夹本体和引流线夹为铝制件，其余为热镀锌钢制件 

 
The clamp body and jumper are aluminium.the other parts are 
hot-dip galvanized steel. 
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NY-300/70HG HBGJF1-300/70  52 24 24 730 80 14.0  168.0 6.7 

14

Strain Clamps  (Hydraulic  Compression  Type and Non 
 

 
Bolts) 

 

 
 

 

Catalog No. Suitable 
Conductor 

 

mm)Dimensions 
 

kN
SlipStength 

kg) 
Weight 

 

D 
 

D1 
 

d 
 

L 
 

L1 
 

R 

WNY-70/40 LGJ-70/40 32 18 16 390 55 10.0 55.0 1.5 

WNY-95/55 LGJ-95/55 32 18 18 525 55 10.0 74.2 2.0 

WNY-150/25 LGJ-150/25 30 14 16 400 55 8.5 52.0 1.5 

WNY-185/45 LGJ-185/45 36 18 16 500 55 11.0 76.2 2.3 

WNY-240/40 LGJ-240/40 36 16 16 450 55 11.0 79.0 1.9 

WNY-300/25 LGJ-300/25 40 14 16 430 55 11.0 79.0 1.9 

WNY-300/40 LGJ-300/40 40 16 16 470 55 11.0 88.0 2.1 

WNY-400/35 LGJ-400/35 45 16 18 470 55 12.0 99.0 2.8 

WNY-400/50 LGJ-400/50 45 20 18 510 55 12.0 117.0 2.9 

WNY-400/95 LGJ-400/95 48 26 22 530 80 15.0 163.0 4.0 

WNY-500/35 LGJ-500/35 52 16 20 715 65 14.0 120.0 7.5 

WNY-500/45 LGJ-500/45 52 18 20 715 70 14.0 128.0 7.8 
 
 
 

LINK  FITTING 
 

1 Q QP 

Ball  Eyes  (Type Q  & QP) 

线夹本体为铝制件，其余为热镀锌钢制件 

 
The clamp body are aluminium.the other 
parts are hot-dip galvanized steel. 
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Catalog No. 

 

mm)Dimensions 
kN) 

Rated 
Failure Load 

 

kg) 
Weight  

d  
 

b 
 

d1 
 

h 

Q-7 17 22 16 33.3 50 70 0.30 

QP-7 17 20 16 33.3 50 70 0.30 

QP-10 17 20 16 33.3 50 100 0.32 

QP-12 21 24 20 41.0 60 120 0.50 

QP-12G 17 24 17 33.3 60 120 0.40 

QP-14 17 24 16 33.3 50 140 0.40 

QP-16 21 26 20 41.0 60 160 0.50 

QP-16G 21 26 18 41.0 60 160 0.50 

QP-21 25 30 24 49.0 80 210 0.40 

QP-21D 21 30 24 41.0 70 210 0.90 

QP-30 25 39 28 49.0 80 300 1.10 

QP-2120G 21 26 20 41.0 80 210 0.70 

QP-3224G 25 33 28 49.0 80 320 1.20 

QP-4228G 29 39 32 57.0 100 420 1.50 

QP-55S 33 45 32 65.0 110 550 2.80 
 
 
 
 
 
 
 
 
 
 
 
 
 

2 QH 

Ball  Eyes  (Type QH) 

热镀锌钢制件。 

 
Hot-dip galvanized steel. 
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Catalog No. 

 

mm)Dimensions 
 

kN) 
Rated Failure Load 

kg) 
Weight 

 

d 
 

d1 
 

d2 
 

h 
 

h1 

QH-7 16 17 33.3 114 57 70 0.56 

QH-10 18 17 33.3 110 60 100 1.10 

QH-12 19 17 33.3 90 45 120 1.10 

QH-16 18 21 41 127 80 160 1.30 

QH-20/16 22 21 41 135 85 160 1.50 

QH-21 20 21 41 150 80 210 1.30 

QH-30 22 25 49 150 98 300 1.70 

QH-32S 28 25 49 175 110 320 2.20 

QH-42G 32 29 57 190 110 420 3.40 

QH-55G 33 33 65 195 110 550 3.80 
 

3 Q 

Ball  Eyes  (Type Q) 
 

 
 

 
 
 

 

Catalog No. 

 

Fig 

 

mm)Dimensions 
kN) 

Rated 
Failure Load 

 

kg) 
Weight 

 

h 
 

d  
 

d1 
 

d2 
 

L1 
 

L2 

热镀锌钢制件。 

 
Hot-dip galvanized steel. 

热镀锌钢制件。 

 
Hot-dip galvanized steel. 
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Q-10N 1 152 16 14 17 33.3 51 55 100 0.7 

Q-12N 1 165 18 14 17 33.3 68 55 120 0.8 

Q-16N 1 185 20 14 21 41.0 75 60 160 1.5 

Q-1ONP 2 152 19 14 17 33.3 51 55 100 0.9 

Q-12NP 2 165 18 14 17 33.3 68 55 120 0.8 
 

4 QB 

Ball  Clevis  (Type QB) 
 

 
 

 

Catalog No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

h 
 

d1 
 

d2 
 

M 
 

C 

QB-10 80 17 33.3 18 20 100 0.45 

QB-12 94 17 33.3 22 24 120 0.85 

QB-16 78 21 41.0 18 22 160 0.98 

QB-16A 80 21 41.0 24 26 160 1.12 

QB-21 102 21 41.0 27 30 210 1.35 

QB-30 110 25 49.0 36 38 300 2.14 

QB-21S 102 21 41.0 24 24 210 1.30 

QB-30S 110 25 49.0 30 30 300 2.00 

5 W 

Socket-clevis  Eye (Type W) 
 

 
 

 

Catalog No. 

 

mm)Dimensions 
kN) 

Rated 
Failure Load 

 

kg) Weight  

b 
 

C1 
 

C2 
 

h  

W-7A 16 19.2 34.5 70 20 70 0.82 

热镀锌钢制件。 

 
Hot-dip galvanized steel. 

碗头挂扳为可锻铸铁件或铸钢件，弹簧销为青铜件或不

锈钢件，闭口销为不锈钢件，钢铁制件热镀锌。 

 
The socket-clevis eyes are malleable iron or casting 
steel. these curity clips are bronze or stainless steel, 
cotter pins are stainless, ferrous parts are hot-dip 
galvanized 
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W-7B 16 19.2 34.5 115 20 70 1.01 

W1-10 18 19.2 34.5 85 20 100 0.90 

W1-12 20 19.2 34.5 90 24 120 1.30 

W-12 20 23.0 42.5 90 24 120 1.40 

W-30 32 27.5 51.0 110 39 300 3.50 
 

6 WS 

Socket-clevis  Eye (Type WS) 
 

 
 

 

Catalog No. 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight  

C 
 

C1 
 

C2 
 

M 
 

h 

WS-7 18 19.2 34.5 16 70 70 0.97 

WS-10 20 19.2 34.5 18 85 100 1.70 

WS-12G 20 19.2 34.5 18 85 120 1.70 

WS-12 24 23.0 42.5 22 90 120 3.81 

WS-12X 24 19.2 34.5 22 90 120 3.10 

WS-12A 20 19.2 34.5 22 85 120 1.80 

WS-16 26 23.0 42.5 24 95 160 2.64 

WS-20 30 27.5 51.0 27 100 200 4.30 

WS-20DF 30 23.0 42.5 27 100 200 4.50 

WS-30 38 27.5 51.0 36 110 300 5.70 

WS-16G 22 23.0 42.5 24 95 160 2.64 

WS-21G 24 23.0 42.5 24 105 210 3.50 

WS-32G 32 27.5 51.0 30 110 320 4.80 

WS-42G 36 32.0 59.0 36 120 420 5.60 

WS-55G 40 36.0 67.5 42 140 550 11.0 
 
 
 
 
 

 

7 WS 

Socket-clevis  Eye (Type WS) 

碗头挂扳为可锻铸铁件或铸钢件，弹簧销为青铜件或不

锈钢件，闭口销为不锈钢件，钢铁制件热镀锌。 

 
The socket-clevis eyes are malleable iron or casting 
steel. these curity clips are bronze or stainless steel, 
cotter pins are stainless, ferrous parts are hot-dip 
galvanized 
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Catalog No. 

 

mm)Dimensions 
kN) 

Rated 
Failure 

Load 

 

kg) 
Weight 

 

 

C 

 

 

C1 

 

 

C2 

 

 

M 

 

 

h 

 

 

h1 

WS-7AG 18 19.2 34.5 16 105 51.5 70 2.1 

WS-16A 26 23.0 42.5 24 195 135.5 160 4.3 

WS-21B 30 23.0 42.5 27 195 95.0 210 4.7 

WS-21AS 24 23.0 42.5 24 195 95.0 210 4.7 

WS-32AS 32 27.5 51.0 30 195 100.0 320 6.1 
 

8 WH 

Socket-clevis  Eye (Type WH) 
 

 
 

 

Catalog No. 

 

mm)Dimensions 
kN) 

Rated 
Failure Load 

kg) 
Weight 

 

b 
 

C1 
 

C2  
 

h 
 

h1 
 

h2 

WH-12 16 19.2 34.5 24 145 90 27 120 1.2 

WH-16B 20 23.0 42.5 24 145 90 27 160 3.5 
 

 
 
 
 
 

9 WSY 

Socket-clevis  Eye (Type WSY) 
 
 

碗头挂扳为可锻铸铁件或铸钢件，弹簧销为青铜件或不

锈钢件，闭口销为不锈钢件，钢铁制件热镀锌。 

 
The socket-clevis eyes are malleable iron or casting 
steel. these curity clips are bronze or stainless steel, 
cotter pins are stainless, ferrous parts are hot-dip 
galvanized 

碗头挂扳为铸钢件，弹簧销为青铜件或不锈钢件，闭口

销为不锈钢件，其余为钢制件，钢制件热镀锌。 

 

The socket-clevis eyes are casting steel. the security 
clips are bronze or stainless steel, cotter pins are 
stainless, the other parts are steel,all ferrous parts are 
hot-dip galvanized 
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10 W 

Socket-clevis  Eye (Type W) 
 

 
 

Catalog 
No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C1 
 

C2  
 

h 
 

b 

W-0724 19.2 34.5 20 70 24 70 0.9 

W-1032 19.2 34.5 20 70 32 100 1.2 
 

 
 

11 U 

Shackles 

 

Catalog No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C1 
 

C2 
 

M 
 

R 

WSY-21 23.0 42.5 27 100 210 4.1 

WSY-30 27.5 51.0 30 110 300 4.9 

 

碗头挂扳为铸钢件，弹簧销为青铜件或不锈钢件，闭口

销为不锈钢件，其余为钢制件，钢制件热镀锌。 

 

The socket-clevis eyes are casting steel. the security 
clips are bronze or stainless steel, cotter pins are 
stainless, the other parts are steel,all ferrous parts are 
hot-dip galvanized 

碗头挂扳为可锻铸铁件或铸钢件，弹簧销为青铜件或不

锈钢件，闭口销为不锈钢件，钢铁制件热镀锌。 

 

The socket-clevis eyes are malleable iron or casting 
steel. these curity clips are bronze or stainless steel, 
cotter pins are stainless, ferrous parts are hot-dip 
galvanized 
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Catalog 
No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C 
 

M 
 

d 
 

h 
 

R 

U-7 20 16 16 80 10 70 0.44 

U-10 22 18 18 85 11 100 0.60 

U-12 24 22 20 90 12 120 1.00 

U-16 26 24 22 95 13 160 1.47 

U-20 30 27 24 100 15 200 2.30 

U-25 34 30 26 110 17 250 2.80 

U-30 38 36 30 130 19 300 3.75 

U-30G.1 38 30 30 95 19 300 3.00 

U-40 42 42 36 150 21 400 7.00 

U-50 44 42 36 150 22 500 7.00 

U-50G.1 40 36 36 170 20 500 6.55 

U-60 50 48 185 38 25 600 10.75 

U-60A 46 42 42 172 23 600 7.50 

U-21G 24 24 22 100 12 210 1.50 

U-32G 32 30 28 100 16 320 3.00 

U-42G 36 36 32 110 18 420 4.60 

U-50G 36 36 34 120 18 500 5.30 

U-64G 40 48 36 190 20 640 7.10 

U-84230S 44 48 40 230 22 840 10.50 
 
 
 
 
 
 
 

12 U UN 

Anchor Shackle (type  UN) 
 
 
 
 
 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel, the other parts hot-
dip galvanized steel 
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13 U (UF ) 

 
Shackles type UF

 
 

Catalog 
No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C 
 

M 
 

d 
 

h 
 

R 

UF-7 20 16 16 80 10 70 0.50 

UF-10 22 18 18 85 11 100 0.54 

UF-12 24 22 20 90 12 120 0.96 

UF-16 26 24 22 95 13 160 1.47 

UF-20 30 27 24 100 15 200 2.20 

UF-25 34 30 26 110 17 250 2.79 

UF-30 38 36 30 130 19 300 3.70 

UF-40 42 42 36 150 21 400 7.00 

UF-50 44 42 36 150 22 500 7.00 

14 U UJ 
Strengthened Shackles  (Type UJ) 

Catalog 
No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C 
 

M 
 

d 
 

h 
 

R 

UN-12 24 22 20 76 20 120 0.70 

UN-16 22 20 22 102 19 160 1.05 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel, the other parts hot-
dip galvanized steel 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel, the other parts hot-
dip galvanized steel 
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Catalog No. 

 

mm)Dimensions 
kN) 

Rated 
Failure 

Load 

 

kg) 
Weight 

 

 

C 

 

 

M 

 

 

M1 

 

 

h 

 

 

h1 

 

 

h2 

 

 

a 

U-7JA 20 16 16 185 80 70 45 70 5.0 

U-7JB 20 16 16 215 80 100 45 70 5.1 

U-7JC 20 16 16 245 80 130 45 70 5.2 

U-7JD 20 16 16 275 80 160 45 70 5.3 

U-7JE 20 16 16 305 80 190 45 70 5.4 

U-10JA 20 18 18 190 80 70 45 100 5.3 

U-10JB 20 18 18 210 80 90 45 100 5.4 

U-10JC 20 18 18 230 80 110 45 100 5.5 

U-10JD 20 18 18 250 80 130 45 100 5.6 

U-10JE 20 18 18 270 80 150 45 100 5.7 

U-10JF 20 18 18 290 80 170 45 100 5.8 

U-10JG 20 18 18 310 80 190 45 100 5.9 

U-10JH 20 18 18 330 80 210 45 100 6.0 

U-10JI 20 18 18 350 80 230 45 100 6.1 

U-10JJ 20 18 18 370 80 250 45 100 6.2 

U-10JK 20 18 18 390 80 270 45 100 6.3 

U-16J 26 24 24 195 85 70 60 160 5.7 

U-16JA 26 24 24 220 80 100 60 160 5.8 

U-16JB 26 24 24 260 80 140 60 160 6.0 

U-16JC 26 24 24 300 80 180 60 160 6.3 

U-16JD 26 24 24 340 80 220 60 160 6.6 

U-16JE 26 24 24 380 80 260 60 160 6.9 

U-21JA 32 30 36 230 80 110 60 210 8.0 

U-21JB 32 30 36 270 80 150 60 210 8.3 

U-21JC 32 30 36 310 80 190 60 210 8.6 

U-21JD 32 30 36 350 80 230 60 210 8.9 

U-21JE 32 30 36 390 80 270 60 210 9.2 

U-21J 30 27 27 230 75 110 60 210 6.6 

U-30JA 33 36 36 270 90 120 60 300 13.0 

U-30JB 33 36 36 290 90 140 60 300 13.3 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel, the other parts hot-
dip galvanized steel 
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U-30JC 33 36 36 310 90 160 60 300 13.6 

U-30JD 33 36 36 330 90 180 60 300 13.9 

U-30JE 33 36 36 350 90 200 60 300 14.2 

U-30JF 33 36 36 370 90 220 60 300 14.5 

U-30JG 33 36 36 390 90 240 60 300 14.8 

U-30JH 33 36 36 410 90 260 60 300 15.1 

U-30JI 33 36 36 430 90 280 60 300 15.4 
 

15 U 

Arrows U-shape  ring  with  lengthen 
 

 
 

 
 
 

 

 

Catalog No. 

 

mm)Dimensions 

 
 

参考重量（kg) 

Weight  

B 
 

C 
 

d 

 
R 

 
H 

UL-7 16 20 16 15 120 0.65 

UL-10 18 22 18 17 140 0.92 

UL-12 20 24 20 18 140 1.40 

UL-16 22 26 24 19 140 1.64 

UL-21 24 30 27 22 160 2.90 
 
 
 
 
 

 

16 UR U 

UR  type U-shaped  ring 
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Catalog No. 

 

mm)Dimensions 

 

 

参考重量 

（kg) Weight 
 

C 
 

D 
 

L 

 
M 

 
R 

 
r 

UR-7 22 16 60 16 22 22 0.60 

UR-10 24 18 85 18 26 24 0.65 

UR-12 24 20 90 22 32 32 1.30 

UR-21G 24 26 110 24 32 32 2.30 

UR-32G 32 28 115 30 40 42 3.00 

UR-42G 38 32 140 36 50 50 4.50 

UR-55G 38 36 150 42 55 50 7.70 

UR-64G 42 38 160 42 57 56 8.20 

UR-84G 44 40 180 48 62 65 10.00 

UR-110G 52 42 200 52 70 70 14.50 
 

 
 
 
 
 
 

17 PH 

Extensive  Link  (Type PH) 
 

 
 

 

Catalog No. 

 

mm)Dimensions 
kN) 

Rated 
Failure 

kg) 
Weight 

 

C 
 

d 
 

L 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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    Load  

PH-7 20 16 80 70 0.37 

PH-10 22 18 100 100 0.61 

PH-12 24 20 120 120 0.88 

PH-16 26 22 140 160 1.20 

PH-20 30 24 160 200 1.62 

PH-25 34 26 160 250 1.97 

PH-30 38 30 180 300 2.95 

PH-50 44 36 180 500 4.16 

PH-1210 24 20 100 120 0.72 

PH-12G 20 18 170 120 0.70 

PH-12A 24 20 350 120 2.19 

PH-1610 26 22 100 160 0.89 

PH-16S 22 20 120 160 0.75 

PG-2012 30 24 120 200 0.80 

PG-21A 30 24 350 210 3.41 

PH-21G 24 22 120 210 0.85 

PH-32S 32 28 130 320 1.85 

PH-42S 36 32 160 420 3.00 

PH-64S 42 36 190 640 5.00 
 

18 ZH 

Eye Chain Links  (Type ZH) 
 
 
 
 

 
 
 
 
 
 

 
 

Catalog No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

kg) 
Weight 

 

a 
 

b 
 

d 
 

h1 
 

h2  

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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ZH-7 24 16 16 57 100 20 70 0.55 

ZH-10 24 16 18 55 100 20 100 1.12 

ZH-12 24 20 20 65 123 24 120 1.20 

ZH-16 26 18 22 75 135 26 160 1.80 

ZH-21 32 26 24 75 150 30   
 

19 YL 

Extension  Tie  (Type YL) 
 

 
 

Catalog 
No. 

mm)Dimensions 
kN) 

Rated 
Failure Load 

 

kg) Weight  

d  
 

b 
 

L 

YL-1040 18 20 16 400 100 1.10 

YL-1050 22 20 18 500 100 2.48 

YL-1066 22 20 18 660 100 2.53 

YL-1093 22 20 20 930 100 4.60 

YL-10150 25 20 16 1500 100 6.50 

YL-10190 25 20 16 1900 100 8.00 

YL-1243 22 24 16 430 120 1.80 

YL-1643 22 26 18 430 160 1.80 

YL-161885 26 26 20 1885 160 9.33 

YL-2043 24 30 20 430 200 3.00 

YL-2165S 24 26 20 650 210 3.00 

YL-3250S 30 33 28 500 320 4.30 

YL-64176S 42 45 36 176 640 3.50 

YL-64429S 42 45 36 429 640 8.00 

YL-64799S 42 45 36 799 640 15.00 
 
 
 
 
 

 

20 YLP 

Extension  Tie  (Type  YLP) 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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Catalog No. 

 

mm)Dimensions 
kN) 

Rated 
Failure Load 

 

kg) Weight  

d 1 2 
 

L 
 

b1 
 

b2 

YLP-10 20 20 20 354 16 16 100 1.25 

YLP-16855G 30 26 33 855 20 30 160 6.82 

YLP-16(990) 30 26 33 990 20 30 160 8.02 

YLP-16(1030) 30 33 33 1030 30 30 160 8.90 

YLP-25855 30 33 33 855 30 30 250 7.43 

YLP-32360S 30 33 33 360 28 28 320 4.20 

YLP-42171S 36 39 39 171 32 32 420 2.50 
 

21 Z 

Clevises  (Type Z) 
 

 
 

 
 
 
 
 
 

Catalog 
No. 

 

简图 

Fig 

 

mm)Dimensions 
kN) 

Rated 
Failure 

kg) 
Weight 

 

C1 
 

C2 
 

M 
 

h 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

闭口销为不锈钢制件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 
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      Load  

Z-7 1 18 18 16 80 70 0.64 

Z-10 1 20 20 18 80 100 0.83 

Z-12 1 24 24 22 100 120 1.32 

Z-16 1 26 26 24 100 160 2.48 

Z-20 1 30 30 27 120 200 3.80 

Z-25 1 34 34 30 120 250 5.00 

Z-30 1 38 38 36 120 300 5.80 

Z-40 1 44 44 42 180 400 14.00 

Z-50 1 44 44 42 150 500 8.60 

Z-16G 1 24 26 24 90 160 2.84 

Z-21G 1 24 26 24 90 210 3.60 

Z-32G 1 32 32 30 100 320 4.80 

Z-42G 1 26 38 36 110 420 5.20 

Z-64G 1 40 44 42 130 640 6.40 

Z-21S 2 24 24 24 90 210 6.80 

Z-32S 2 32 32 30 136 320 9.20 

Z-42S 2 36 36 36 150 420 10.40 

Z-64S 2 40 450 42 180 640 19.40 

Z-84S 2 44 44 48 180 840 19.80 
 

22 ZS 

Clevises  (Type ZS) 
 

 
 

Catalog 
No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C 
 

b 
 

M  
 

h 

ZS-7 18 16 16 20 80 70 0.59 

ZS-665 20 22 16 20 65 70 0.65 

ZS-10 20 18 18 20 80 100 0.90 

ZS-16 26 24 24 26 90 160 1.60 

ZS-25 33 30 30 33 120 250 4.33 

ZS-30 38 34 36 39 150 300 5.64 

闭口销为不锈钢制件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 
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ZS-32G 32 28 30 33 130 320 4.50 

ZS-64G 42 36 42 45 150 640 8.60 
 

23 ZBS 

Clevises  (Type ZBS) 
 

 
 

Catalog 
No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C 
 

M 
 

M1 
 

b 
 

h 

ZBS-16 26 24 24 60 100 160 4.80 

ZBS-20 26 24 24 60 100 200 5.08 

ZBS-25 30 27 27 60 120 250 6.65 

ZBS-32G 38 36 36 60 140 320 7.40 

ZBS-32/16 26 24 36 60 140 160 6.80 

ZBS-32/21 30 27 36 60 140 210 7.20 

ZBS-32/16S 24 24 36 60 140 160 6.80 

ZBS-32/21S 24 24 36 60 140 210 6.80 

ZBS-64/42 38 36 36 60 150 420 8.20 

24 ZBS 

Clevises  (Type  ZBS) 
 

 
 

 

Catalog No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C  
 

M 
 

b 
 

h 

闭口销为不锈钢制件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 

闭口销为不锈钢制件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 
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ZBS-6-1 22 18 16 30 70 70 1.8 

ZBS-12-1 28 24 18 44 85 120 3.8 

ZBS-15-1 28 26 18 44 110 150 4.1 
 

25 PS 

Clevises  (Type PS) 
 

 
 

 

Catalog No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

C 
 

b 
 

M  
 

h 

PS-7 18 16 16 90 20 70 0.60 

PS-10 20 20 18 90 20 100 0.80 

PS-12 24 20 22 95 24 120 1.50 

PS-16 26 24 24 155 26 160 2.70 

PS-30 38 34 36 140 39 300 5.30 

26 PD 

Clevises  (Type PD) 
 

 
 

 

Catalog No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

b L  R 

PD1-7 16 80 18 20 70 0.57 

PD-16 18 100 26 32 160 1.28 

PD-2109 26 95 30 36 210 2.07 

PD1-3018 32 180 39 45 300 5.90 

闭口销为不锈钢制件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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PD-5020 38 200 45 55 500 8.90 

PD-60 42 160 51 62 600 9.80 
 

27 P 

Double Straps  (Type  P) 
 

 
 

 

Catalog No. 

 

mm)Dimensions kN) 
Rated Failure 

Load 

 

kg) 
Weight  

b C 
 

M h 

P-7 6 18 16 70 70 0.60 

P-10 8 20 18 80 100 0.85 

P-12 10 24 22 90 120 1.52 

P-16 12 26 24 100 160 2.42 

P-1630 12 26 24 300 160 4.80 

P-20 14 30 27 120 200 4.09 

P-25 16 34 30 120 250 5.20 

P-30 16 38 36 120 300 4.74 

P-2018 14 30 27 180 200 5.10 

P-2024 14 30 27 240 200 6.00 

P-2030 14 30 27 300 200 6.90 

P-2036 14 30 27 360 200 7.80 

P-2042 14 30 27 420 200 8.70 

P-2048 14 30 27 480 200 9.70 

P-2054 14 30 27 540 200 10.60 

P-3018 16 38 36 180 300 6.10 

P-3024 16 38 36 240 300 7.30 

P-3030 16 38 36 300 300 8.40 

P-3036 16 38 36 360 300 9.10 

P-3042 16 38 36 420 300 10.90 

P-3048 16 38 36 480 300 12.10 

P-3054 16 38 36 540 300 13.30 

P-5012 20 40 42 120 500 11.20 

P-5024 20 40 42 240 500 14.50 

闭口销为不锈钢制件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 
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P-50 20 40 42 200 500 12.50 

P-16G 12 22 24 120 160 2.70 

P-21G 12 24 24 120 210 3.20 

P-32G 16 32 30 100 320 4.20 

P-42G 18 36 36 200 420 9.30 

P-84180S 20 44 48 180 840 17.10 
 

28 UB 

Clevises  Hingis  (Type UB) 
 

 
 

Catalog 
No. 

 

简图 

Fig 

 

mm)Dimensions kN) 
Rated 

Failure Load 

 

kg) 
Weight C 

 

M h a 

UB-7 1 18 16 70 45 70 0.75 

UB-10 1 20 18 80 45 100 1.08 

UB-12 1 24 22 100 60 120 2.82 

UB-16 1 26 24 100 60 160 2.90 

UB-16G 1 22 24 90 60 160 2.40 

UB-21 1 30 27 120 70 210 3.80 

UB-12T 2 24 22 100 45 120 2.50 

UB-20T 2 30 27 120 60 200 3.90 

UB-25T 2 34 30 150 60 250 5.70 

UB-30T 2 38 36 150 60 300 6.20 

UB-40T 2 44 42 150 80 400 8.20 

UB-60T 2 50 48 180 70 600 15.55 
 
 

 

29 ZCJ 

Support Brackets  (Type ZCJ) 

闭口销为不锈钢制件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 
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Catalog No. 
mm)Dimensions kg) 

Weight 
L b h φ 

ZCJ-45 370 120 300 18 12.50 

ZCJ-50S 420 120 300 18 13.50 
 

30 ZSD 
ZBD model three legs right-angle flip chart 

 

 

 
 

 

Catalog No. 

 

mm)Dimensions 
 

kg) 
Weight  

C 
 

B 
 

d 
 

b1 
 

h 
 

f 
 

M 
 

R 

ZSD-21G 24 20 26 14 110 45 24 30 2.8 

ZSD-25G 28 24 30 16 130 55 27 35 3.2 

ZSD-32G 32 28 33 18 140 60 30 40 5.0 

ZSD-42G 36 32 39 22 160 70 36 45 7.1 

ZSD-55G 38 34 45 24 170 75 42 50 12.0 

ZSD-64G 40 36 45 24 170 85 42 50 15.6 

ZSD-84G 42 38 51 26 190 95 48 55 16.3 

ZSD-110G 49 45 55 30 210 56 52 60 19.5 

G-

31 ZST 

ZBT  model three  legs  right-angle  flip  chart 

闭口销为不锈钢制件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 
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Catalog No. 

 

mm)Dimensions 

 
 

参考重量（kg) 

Weight  

C 
 

B 
 

d 
 

b1 
 

f 
 

h 
 

M 
 

R 

ZST-2113G 24 20 26 10 55 130 24 45 5.4 

ZST-2515G 28 24 30 12 65 150 27 50 6.2 

ZST-3216G 32 28 33 14 70 160 30 55 8.0 

ZST-4218G 36 32 39 16 80 180 36 65 9.6 

ZST-5520G 36 34 45 16 90 200 42 75 17.0 

ZST-6422G 40 36 45 18 95 220 42 80 20.0 

ZST-8424G 45 38 51 18 105 240 48 85 21.0 
 

ZST 

32 UB 

Clevises  (Type UB) 
 

 
 
 

 

Catalog 
No. 

 

mm)Dimensions 
 

kN) 
Rated Failure Load 

 

kg) 
Weight C 

 

M h a 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 
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UB-6-1 20 16 65 30 70 0.82 

UB-9-1 20 18 65 40 100 1.20 

UB-7G 20 16 65 40 70 0.80 
 

33 UBR U 

UBR  type  U-shaped  flip  chart 
 

 
 

 

 

Catalog No. 

 

mm)Dimensions 

 
 

参考重量（kg) 

Weight  

B 
 

C 
 

H 
 

f 
 

M 
 

R 

UBR-10 40 20 100 26 18 24 1.1 

UBR-12 45 24 100 32 22 30 1.3 

UBR-16G 50 26 120 31 24 32 1.9 

UBR-21G 60 30 130 35 24 32 2.5 

UBR-25G 60 33 150 38 30 38 3.2 

34 R 

Twisted Strap  (Type  R) 
 

 
 

Catalog 
No. 

 

mm)Dimensions 
 

kN) 
Rated Failure Load 

 

kg) 
Weight L h 

 

Φ M R 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other  
parts hot-dip galvanized steel. 
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R-16/10 140 100 20 30 24 100 3.70 

R-16/10 140 100 26 30 32 160 4.00 

R-16G 160 100 26 24 32 160 4.20 

R-30(100) 140 100 39 48 46 300 10.50 

R-30(125) 120 125 39 30 46 300 10.60 

R-30G 160 125 39 24 46 300 11.20 

R-40 118 125 39 36 45 400 10.80 

R-40A 140 100 39 48 46 400 10.50 

R-50/20 140 125 30 48 36 200 12.70 

R-50 140 125 45 48 55 500 13.00 
 

35 BD 

Ground  Wire Hange  (Type BD) 
 

 
 
 

 
 

 

Catalog No. 

 

 

Suitable Range 

 

主要尺寸（mm）Dimensions 

 

 

kg) 
Weight 

b Φ M L 

BD-1839 190  18 18 20 390 4.26 

BD-2244 230  18 22 20 440 4.77 

BD-2451 300  18 24 20 510 5.25 

BD-2762 400  18 27 20 620 7.10 
 
 

 

36 U 

U-Bolts 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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Catalog 
No. 

主要尺寸（mm）Dimensions 额定荷重（kN）Rated Failure 

Load kg) 
Weight C M h1 h2 X 向 Y 向 Z  

U-1880 80 18 90 60 18 3.5 35 0.83 

U-2080 80 20 100 70 24 4.9 47 1.08 

U-2280 80 22 118 90 28 6.5 57 1.30 

U-J1880 80 18 105 50 18 5.3 35 0.85 

UJ-2080 80 20 120 60 24 7.4 47 1.10 

UJ-2280 80 22 127 65 28 10.8 57 1.40 
 

37 DB 

Adjuster  Plates  (Type DB) 
 

 
 
 
 
 
 

Catalog 
No. 

mm Dimensions 
kN

Rated 
Failure Load 

kg) 
Weight  L L1 L2 L3 L4 b 

DB-7 18 70 95 120 145 170 16 70 1.7 

DB-10 20 80 110 140 170 200 16 100 2.7 

DB-12 24 100 135 170 205 240 16 120 4 

DB-16 26 110 125 140 155 170 18 160 4.1 

DB-20 30 120 135 150 165 180 26 200 7.4 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other 
 parts hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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DB-25 33 120 140 160 180 200 30 250 11.5 

DB-30 39 120 140 160 180 200 32 300 12.5 

DB-60 51 135 160 185 210 235 42 600 21.6 

DB-5024 45 140 165 190 215 240 38 500 18.5 

DB-5032 45 140 185 230 275 320 38 500 14.4 

DB-21G 26 120 135 150 165 180 20 210 6.2 

DB-32G 33 120 140 160 180 200 28 320 9.2 

DB-42S 39 180 205 230 255 280 32 420 17.5 

DB-50G 39 180 205 230 255 280 32 500 17.9 

DB-64G 45 150 190 230 270 310 36 640 27.5 
 

38 GD 

Twisted Strap  (Type  GD) 
 

 
 

Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) 
Weight 

 L L1 h b M 

GD-12 24 222 112 8 16 22 120 1.8 

GD-21 26 250 112 12 20 24 210 2.3 

GD-24 30 248 112 12 26 27 240 2.7 

GD-32 33 264 112 12 28 30 320 3.1 

GD-50 39 264 112 12 34 36 500 4.4 

GD-60 45 286 112 16 42 42 600 7.0 

GD-32S 33 258 112 12 28 30 320 3.9 

GD-42G 39 264 112 12 32 36 420 4.0 

GD-42S 39 278 130 12 32 36 420 4.3 

GD-50S 39 268 130 12 32 36 500 4.7 

GD-64S 45 296 136 16 36 42 640 7.5 

GD-84S 51 310 150 40 36 46 840 9.2 

39 GR 

Twisted Strap  (Type  GR) 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other 
 parts hot-dip galvanized steel. 
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Catalog No. 

 

mm)Dimensions 

 

 

参考重量 

（kg) Weight 
b 

 

B 
 

d 
 

H 
 

M 
 

R 

GR-16G 18 80 26 100 24 32 2.5 

GR-21G 20 80 26 100 24 32 3.3 

GR-25G 20 80 30 100 27 38 4.0 

GR-32G 26 80 33 100 30 40 4.2 

GR-42G 30 86 39 100 36 50 6.0 

GR-55G 34 116 45 125 42 50 8.1 

GR-64G 34 116 45 125 42 56 10.4 

GR-84G 36 136 51 180 48 65 18.0 
 

40 PT 

Adjuster Plates  (Type  PT) 
 

 
 
 

 

Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) Weight 
b C L1 L2  M  

PT-7 16 18 45 30 18 16 225-345 70 2.18 

PT-10 16 20 50 40 20 18 250-390 100 3.12 

PT-12 16 24 60 45 24 22 300-465 120 5.20 

PT-16 18 26 65 50 26 24 325-505 160 7.00 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin are stainless steel.the other 
 parts hot-dip galvanized steel. 



51 

 

 

 

PT-20 24 30 70 60 30 27 350-550 200 10.14 

PT-30 32 38 80 70 39 36 400-630 300 18.38 

PT-50 38 44 90 120 45 42 360-710 500 30.60 

PT-60/16E 42 50 100 135 51 48 670-1070 600 45.00 
 

41 QY 

Towing Plates  (Type  QY) 
 

 
 

Catalog No. 
mm Dimensions 

kN
Rated Failure 

Load 
kg) Weight 

b  h L1 L 

QY-7 16 18 22 38 100 70 0.80 

QY-10 16 20 25 42 120 100 1.10 

QY-12 16 24 30 52 150 120 1.90 

QY-16 18 26 35 55 180 160 2.60 

QY-20 26 30 45 75 200 200 4.70 

QY-21S 20 26 45 75 200 210 3.60 

QY-25C 22 33 57 95 220 250 3.00 

QY-32G 28 33 57 95 240 320 6.23 

QY-30 32 39 57 95 240 300 7.67 

QY-42S 32 39 70 100 260 420 6.50 

QY-5026 38 45 75 120 260 500 13.00 

QY-5036 38 45 70 120 360 500 13.40 

QY-60G 42 45 80 114 260 600 16.40 

QY-84G 38 51 100 100 280 840 15.20 

42 L 

Yoke Plate  (Type L) 
 

 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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42-1 
 

Catalog No. 
mm Dimensions 

kN
Rated Failure 

Load 

kg) 
Weight 

b b1 h 1 2 L 

L-1040 16 16 70 20 18 400 100 4.43 

L-1240 16 16 70 24 18 400 120 4.66 

L-1640 18 18 100 26 20 400 160 5.80 

L-2040 18 18 100 30 20 400 200 7.00 

L-2052 16 26 100 30 26 520 200 8.00 

L-2055 16 26 200 30 24 550 200 10.20 

L-2540 16 30 110 33 24 400 250 9.00 

L-3040 18 32 110 39 26 400 300 10.00 

L-4255 24 38 250 45 30 550 420 24.40 

L-5040 30 38 110 45 33 400 500 14.80 

L-6045 32 42 200 51 39 450 600 25.50 

L-6050 32 42 250 51 39 500 600 23.30 

 
 

42-2 
 

Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) Weight 
b b1 h 1 2 L L1 

L-2060 18 26 120 30 24 600 200 200 11.80 

L-3060 18 32 140 39 30 600 200 300 16.70 
 

 
 

42-3 
 

Catalog 
mm Dimensions 

kN Rated kg) 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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No.  

 

b 

 

 

b1 

 

 

h 

 

 

L 

 

 

L1 

 

1 

 

2 

 

3 

 

4 

Failure 
Load 

Weight 

L-1245 16 16 100 450 190 24 20 24 18 120 5.0 

L-1650S 18 18 130 500 120 26 20 20 18 160 8.5 

L2-1645 22 22 100 450 70 26 20 26 18 160 8.4 

L-1645G 18 18 130 450 190 26 20 20 18 160 7.8 

L-2045X 18 26 130 450 190 30 20 20 18 200 7.4 

L-2045A 18 26 130 450 190 30 20 20 18 200 8.0 

L-2145 18 26 100 450 230 30 20 20 18 210 7.8 

L-2150S 20 20 140 500 220 26 20 20 18 210 10.7 

L-4045G 26 38 175 450 60 45 30  18 400 13.7 
 

 
 

42-4 
 

Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) 
Weight 

b1 b h 1 2 L 

L-1045 16 16 250 20 20 450 100 11.0 

LT-1245 16 16 250 24 20 450 120 11.3 

L-1645 18 18 250 26 20 450 160 16.0 

L-2045 16 26 250 30 20 450 200 13.8 

L-3045 18 32 250 39 26 450 300 18.5 

L-3050 18 32 250 39 26 500 300 10.0 

L-1645G 18 18 250 26 20 450 160 14.9 

L-2145G 16 26 250 30 24 450 210 13.6 

L-2150GN 20 20 250 26 26 500 210 21.0 

L-3245GN 18 28 250 33 26 450 320 17.6 

L-4250G 20 32 250 39 26 500 420 22.0 

L-5045B 30 40 250 45 30 450 500 17.4 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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42-5 
 

Catalog 
No. 

mm Dimensions 
kN Rated 
Failure 

Load 

 

kg) 
Weight 

 

 

b 

 

 

b1 

 

 

h 

 

 

L 

 

 

L1 

 

1 

 

2 

 

3 

L-1645X 18 18 110 450 60 26 20 18 160 6.50 

L-1650 22 22 110 500 60 26 24 14 160 11.10 

L-2560 22 30 110 600 210 33 26 18 250 13.80 

L-3045 24 32 120 450 60 39 26 14 300 13.50 

L2-3045G 22 32 110 450 60 39 26 18 300 10.50 

L-4045A 26 38 175 450 60 45 30 18 400 16.90 

L-4250 26 38 160 500 60 45 30 18 420 18.10 

L-1250G 16 16 120 500 60 24 18 18 120 7.80 

L-1650G 18 18 130 500 60 26 18 18 160 9.10 

L-2145G 20 20 120 450 60 26 20 18 210 8.60 

L-2150G 20 20 130 500 60 26 20 18 210 10.30 

L-3245G 18 28 130 450 60 33 26 18 320 10.00 

L-3250G 18 32 130 500 60 39 26 18 320 9.80 

L-4255S 20 32 200 550 60 39 26 18 420 8.40 

L-3260G 20 28 130 600 60 33 26 18 320 15.30 

L-4250G 20 32 200 500 60 39 26 18 420 15.33 

L-4260G 20 32 130 600 60 39 26 18 420 11.40 

L-6450G 28 36 145 500 60 45 33 18 640 17.10 

L-6460G 28 36 145 600 60 45 33 18 640 18.60 

L-6470G 28 36 250 700 60 45 33 18 640 30.60 

L-8450G 32 36 200 500 60 51 39 18 840 36.00 
 

 
 

42-6 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) 
Weight 

b h 1 2 L 

L-7 16 30 18 18 544 70 3.70 

L-3070 30 160 39 33 700 300 22.40 
 

 
 
 
 
 
 

 
 
 
 

 

42-7 
 

Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) 
Weight 

b b1 h L 1 2 

L-2545X 22 30 150 450 33 26 250 8.50 

L-3045G 22 32 150 450 39 26 300 8.80 
 

43 LF 

Yoke Plates  (Type LF) 
 

 
 

Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) Weight b h  L 

LF-2040 16 70 20 400 200 5.5 

LF-2540 16 110 24 400 250 11.0 

LF-3040 18 120 26 400 300 11.2 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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LF-4055 26 190 30 550 400 26.6 

LF-4250 26 90 30 500 420 14.0 

LF-5045 30 220 33 450 500 36.7 

LF-6455 28 250 33 550 640 44.3 

LF-8460S 32 200 39 600 840 47.8 

LF-10055 38 130 45 550 1000 37.0 
 

44 LS L LF 

Yoke Plates  (Type LS L LF) 
 

 
 

 

Catalog 
No. 

mm Dimensions kN
Rated Failure 

Load 

 

kg) 
Weight  

 

b 

 

 

h 

 

1 

 

2 

 

 

L1 

 

 

L2 

LS-1212 16 65 18 20 400 120 120 5.00 

LS-1221 16 65 18 20 400 210 120 5.35 

LS-1225 16 65 18 20 400 250 120 5.54 

LS-1229 16 65 18 20 400 290 120 5.73 

LS-1223 16 65 18 20 400 33 120 5.92 

LS-1237 16 65 18 20 400 370 120 6.11 

LS-1255 16 65 18 20 400 550 120 8.66 

LS-4245S 20 250 26 26 450 700 420 31.20 

L-305045 32 130 39 39 500 450 300 29.59 

LF-425550 20 150 26 26 500 550 420 17.56 

LF-605045 32 130 39 39 500 450 450 17.00 

LF-845550 32 120 39 39 500 550 550 32.12 

45 LL 

Yoke Plates  (Type LL) 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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Catalog 
No. 

mm Dimensions 
kN Rated 

Failure Load 

kg) 
Weight b b1 b2 h h1 L 1 2 3 

LL-1645 18 18 18 70 140 450 26 20 24 160 7.4 

LL-2045 18 26 18 70 140 450 30 20 24 200 8.2 

LL-2545 18 30 18 70 140 450 33 20 24 250 7.0 

LL-3045 18 32 18 100 130 450 39 20 26 300 8.0 

LL-2150G 16 20 18 80 150 500 26 18 24 210 7.6 

LL-3245G 18 28 18 120 140 450 33 20 26 320 8.9 

LL-3250S 18 28 18 80 150 500 33 20 26 320 10.3 

LL-4245G 20 32 20 140 140 450 39 20 26 420 12.0 

LL-4250S 20 32 20 145 175 500 39 20 26 420 12.5 

LL-6450S 22 36 28 145 145 500 45 26 33 640 13.9 
 

46 LJ 

Yoke Plates  (Type LJ) 
 

 
 

Catalog No. 
mm Dimensions 

kN
Rated Failure 

Load 

kg) 
Weight b h 1 2 L 

LJ-2540 16 120 24 18 400 250 11.10 

LJ-3034 18 120 26 18 400 300 13.57 

47 LJ 

Yoke Plates  (Type LJ) 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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47-1 
 

Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) 
Weight 

b h 1 2 L 

LJ-1040 16 70 18 20 400 100 6.50 

LJ-1240 16 70 18 24 400 120 6.45 

LJ-1640 18 100 20 26 400 160 9.54 

 
 

47-2 
 

Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) 
Weight b h 1 2 3 L1 L 

LJ-3045A 18 110 26 26 18 60 450 300 16.0 

LJ-4045A 22 110 30 32 18 60 450 400 17.0 

LJ-6045A 32 120 39 39 18 60 450 600 27.5 
 

48 LK 

Yoke Plates  (Type LK) 
 

 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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Catalog 
No. 

mm Dimensions 
kN

Rated Failure 
Load 

kg) 
Weight 

b b1 h L1 L2  

LK-0745 16 16 230 450 450 20 70 17.5 

LK-0745G 16 16 245 450 450 18 70 17.2 

LK-0750 16 16 245 500 500 20 70 17.2 

LK-1045 16 16 230 450 450 20 100 16.0 

LK-1645 18 18 230 450 450 26 160 18.0 

LK-164945 18 18 195 490 450 26 160 18.0 

LK-1645G 18 18 195 450 450 26 160 18.9 

LK-1650S 18 18 245 500 500 26 160 16.5 

LK-214945 18 26 230 490 450 30 210 22.3 

LK-215550S 20 20 245 550 500 26 210 20.5 

LK-3245G 18 28 195 450 450 33 320 18.8 

LK-3250G 18 28 245 500 500 33 320 20.5 
 

49 LX 

Yoke Plates  (Type LX) 
 

 
 

Catalog 
No. 

mm Dimensions 
kN

Rated 
Failure Load 

kg) 
Weight L L1 h 1 2 b b1 

LX-1645 450 450 95 26 20 18 18 160 24.8 

LX-2045 450 450 95 30 20 18 26 200 19.0 

LX-2545 450 450 95 33 20 18 26 250 21.0 

LX-3045 450 450 95 39 20 18 32 300 20.0 

LX-3245 450 450 95 39 20 18 32 320 19.1 

50 LX 

Yoke Plates  (Type LX) 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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Catalog 
No. 

mm Dimensions 
kN Rated 

Failure Load 

kg) 
Weight L L1 h 1 2 3 b b1 

LX-4245 450 500 100 39 22 30 22 28 420 31.0 

LX-4545 450 450 75 44 24 30 24  450 26.0 

LX-6045 450 500 100 39 26 39 22 32 600 35.0 

LX-6045BL 450 500 100 39 18 39 26 32 600 36.5 
 

51 LXV 

Yoke Plates  (Type LXV) 
 

 
 

Catalog 
No. 

mm Dimensions 
kN

Rated 
Failure Load 

kg) 
Weight L L1 h 1 2 3 b b1 

LXV-1645 450 380 110 26 20 14 18 18 160 19.5 

LXV-2545 450 380 110 33 20 14 18 30 250 20.0 

LXV-3250 500 380 110 26 20 18 18 20 320 29.4 

LXV-4250 500 380 110 33 20 18 18 28 420 30.2 

52 SP 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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52-1 

Horizon-adjusting  Plates  (Type SP) 

 
 
 

NO. 

 
 

Catalog No. 

 

 

Num 

mm
Dimensions 

 
 

kg)Weight 

kN
Rated 

Failure 
Load 

 
 

Rated angle 

 

 

b 

 

 

b1 

 

 

1 SP30 -1645 1 18 18 26 9.3 160 30  

2 SP-1212 2    2.5 160 30  

3 SP30 -1845 1 18   26.4 160 30  

1 SP30 -2545 1 18 30 33 10.0 250 30  

2 SP-1212 2    2.5 250 30  

3 SP30 -1845 1 18   26.4 250 30  

1 SP30 -4250 1 18 32 39 10.4 420 30  

2 SP-1612 2    3.0 420 30  

3 SP30 -3250 1 18   26.7 420 30  

1 SP40 -1645 1 18 18 26 9.3 160 40  

2 SP-1212 2    2.5 160 40  

3 SP40 -1845 1 18   27.7 160 40  

1 SP40 -2545 1 18 30 33 10.0 250 40  

2 SP-1212 2    2.5 250 40  

3 SP40 -1845 1 18   27.7 250 40  

1 SP50 -2545 1 18 30 33 27.7 250 50  

2 SP-1212 2    2.5 250 50  

3 SP50 -1845 1 18   9.3 250 50  

1 SP60 -2545 1 18 30 33 26.4 250 60  

2 SP-1212 2    2.5 250 60  

3 SP60 -1845 1 18   10.0 250 60  

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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52-2 
 

Catalog No. 
mm Dimensions 

kg)Weight 

kN
Rated 

Failure Load 
Rated angle 

b b1 1 2 

SP10 -1645 18 18 26 20 25.4 160 10  

SP10 -2545 18 30 33 20 25.6 250 10  

SP10 -4250 18 32 39 20 28.5 420 10  

SP20 -1645 18 18 26 20 25.2 160 20  

SP20 -2545 18 30 33 20 25.3 250 20  

SP20 -4250 18 32 39 20 28.3 420 20  
 

53 LXV 

Yoke Plates  (Type LXV) 
 

 
 
 
 
 

Catalog No. 
mm Dimensions 

kN
Rated kg)Weight 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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L 
 

h 
 

b 

 

b1 
 

S 1 2 3 4 

Failure Load  

LXV-1645Z 450 196 18 18 80 30 26 20 26 160 26.60 

LXV-2145Z 450 196 18 26 80 30 26 20 30 210 26.32 

LXV-3045Z 450 196 18 32 80 30 39 20 39 300 36.00 

LXV-3250Z 500 100 18 32 - 30 33 20 33 320 36.50 
 

 
 
 
 
 
 

Splicing  Fitting 
 

1

Splicing Sleeves for  Steel  Wire (Hydraulic 
 

 
Compression  Butt  Joint  and Explosive  Overlap Joint) 
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Catalog 
No. 

Suitable 
Steel  Wire 

mm)Dimensions kN
Slip  Strength kg)Weight 

D  L 

JY-25G GJ-25 14 7.2 190 33 0.17 

JY-35G GJ-35 16 8.4 220 45 0.26 

JY-50G GJ-50 18 9.6 240 60 0.34 

JY-55G GJ-55 22 10.3 240 70 0.56 

JY-70G GJ-70 22 11.7 290 88 0.62 

JY-80G GJ-80 24 12.0 308 100 0.81 

JY-100G GJ-100 26 13.7 340 123 0.96 

JBD-35G GJ-35 22 16.0 110 45 0.16 

JBD-50G GJ-50 25 17.0 130 60 0.27 

JBD-55G GJ-55 26 18.0 130 70 0.28 

JBD-70G GJ-70 28 20.0 150 88 0.36 

JBD-100G GJ-100 32 23.0 170 123 0.52 
 

2

Splicing Sleeves for Aluminium  Conductor 
 

 
 

Catalog No. Suitable 
Steel  Wire 

mm)Dimensions 
kN

Slip 
Strength 

kg)Weight 
D F  L 

JY-150L LJ-150 30 20 17.0 280 22 0.40 

JY-185L LJ-185 32 20 19.0 310 27 0.50 

JY-210L LJ-210 34 20 20.0 330 31 0.60 

JY-240L LJ-240 36 20 21.5 350 34 0.70 

JY-300L LJ-300 40 25 24.0 390 45 0.95 

JY-400L LJ-400 45 25 27.5 450 58 1.40 

JY-500L LJ-500 52 30 30.5 510 73 2.10 

JY-630L LJ-630 60 35 34.0 570 87 2.90 

JY-800L LJ-800 65 40 38.5 650 110 3.70 

3

钢制件，热镀锌。 

 

Hot-dip galvanized steel. 

铝制件。 

 

Material is aluminium 
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Splicing Sleeves for AS Stranded Wire, ACSR/AS Conductor 
 

 
(Hydraulic Compression  Type) 

 

 
 

 

Catalog No. Suitable Steel 
Wire 

 

Fig 

mm)Dimensions kN
Slip 

Strength 

 

kg)Weight  

L 
 

L1 
 

D 
 

d 

JY-40JLB JLB2-40 1 450 305 36 26 97.6 1.50 

JY-50BG JLB1A-50 1 380 250 30 20 56.7 0.89 

JY-70BG JLB1A-70 1 430 290 30 22 77.0 0.86 

JY-75BG-27 LBGJ-75-27AC 1 450 300 34 22 67.5 1.10 

JY-90BG JLB2-90 1 450 305 36 24 97.6 1.40 

JY-95BG JLB4-95 1 440 300 34 24 58.2 0.84 

JY-100BG LBGJ-100-20AC 1 460 340 40 26 115.6 1.90 

JY-120/LB20J LB20J-120 1 550 400 40 30 150.0 1.40 

JY-120BG JLB4-120 1 500 350 34 24 74.0 0.96 

JY-150BG JLB4-150 1 550 380 36 26 90.6 1.00 

JY-185BG JLB4-185 1 630 410 38 28 112.0 1.60 

JY-185BG-20 LBGJ-185-20AC 1 570 420 48 36 198.0 3.40 

JY-210BG JLB4-210 1 650 470 38 30 122.0 2.10 

JY-50/30BG JL/LB14-50/30 1 405 190 26 16 48.1 0.38 

JY-70/40BG-1 JL/LB14-70/40 1 460 240 36 20 65.7 1.22 

JY-95/20BX JL/LB20A-95/20A 2 385 135 26 14 36.0 0.50 

JY-95/55BG ACSR/AS-95/55 1 500 260 36 20 79.0 1.50 

JY-150/35BG JL/LB1A-150/35 1 560 230 32 16 63.8 0.80 

JYD-70/40BG JL/LB14A-70/40 1 360 140 36 24 65.7 0.98 

JYD-185/30BG JL/LB20A-185/30 2 425 95 32 18 64.0 1.03 

JYD-240/40BX JL/LB1A-240/40 1 490 100 38 22 82.0 1.10 

JYD-300/40HBG JLHA1/LB1A-300/40 2 570 110 50 24 130.0 2.50 

JYD-300/40BG JL/LB1A-300/40 2 500 120 40 22 90.0 1.30 

JYD-300/50BG JL/LB20A-300/50 2 540 140 40 24 101.2 1.36 

内接续管热镀锌钢制件，外接续管及两端衬管为铝制件。 

 

The inner sleeve is hot-dip galvanized steel, the outer sleeve 
and lining sleeve are aluminium. 
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JYD-400/50BX JL/LB1A-400/50 2 600 130 45 26 122.0 1.80 

JYD-500/45BG JL/LB20A-500/45 2 640 130 52 26 124.0 2.70 

JYD-630/45BX JL/LB14-630/45 2 720 140 60 26 152.5 1.30 
 

4

Splicing Sleeves for HRAAS  Conductor (Hydraulic 
 

 
Compression  Type) 

 

 
 

Catalog No. Suitable Steel 
Wire 

mm)Dimensions kN
Slip 

Strength 
kg)Weight L L1 D d 

JYD-185/30N NRLH60     GJ-185/30 
58 

400 90 36 20 59.0 0.85 

JYD-240/30N NRLH60     GJ-240/30 
58 

500 100 45 20 69.5 1.76 

JYD-240/40N NRLH60     GJ-240/40 
58 

550 100 45 20 76.5 1.86 

JYD-300/20N NRLH60     GJ-300/20 
58 

520 95 48 20 68.5 2.02 

JYD-300/40N NRLH60     GJ-300/40 
58 

530 100 50 20 85.4 3.08 

JYD-300/50N NRLH60     GJ-300/50 
58 

550 120 50 22 96.0 2.40 

JYD-400/35N NRLH60     GJ-400/35 
58 

630 100 55 22 93.6 3.10 

JYD-400/50N NRLH60     GJ-400/50 
58 

630 140 55 26 112.0 3.30 

JYD-400/65N NRLH60     GJ-400/65 
58 

630 130 55 26 128.0 3.17 

JYD-500/35N NRLH60     GJ-500/35 
58 

695 100 65 22 108.0 5.00 

JYD-500/45N NRLH60     GJ-500/45 
58 

705 110 65 24 117.0 5.20 

JYD-630/45N NRLH60     GJ-630/45 
58 

770 110 70 24 133.0 6.35 

 

5

Splicing  Sleeves  for Aluminium Conductor  (Compression 
 

 
With Pliers) 

内接续管为热镀锌钢制件，外接续管及两端衬管为铝制件。 

 

The inner sleeve is hot-dip galvanized steel, the outer 
sleeve and lining sleeve are aluminium. 
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Catalog No. 
Suitable 
Conductor 

mm)Dimensions 
kN

Slip 
Strength 

kg)Weight 
b C1 C2 L 

JT-16L LJ-16 1.7 12.0 6.0 110 2.7 0.02 

JT-25L LJ-25 1.7 14.4 7.2 120 4.1 0.03 

JT-35L LJ-35 1.7 17.0 8.5 140 5.5 0.04 

JT-50L LJ-50 1.7 20.0 10.0 190 7.5 0.05 

JT-70L LJ-70 1.7 23.7 11.7 210 10.0 0.07 

JT-95L LJ-95 1.7 26.8 13.4 280 14.0 0.10 

JT-120L LJ-120 2.0 30.0 15.0 300 18.0 0.15 

JT-150L LJ-150 2.0 34.0 17.0 320 22.0 0.16 

JT-185L LJ-185 2.0 38.0 19.0 340 27.0 0.20 

JT-240L LJ-240 3.6 42.0 21.5 380 34.5 0.28 
 

6

Splicing Sleeves for ACSR  Condutor  (Explosive   Overlap 
 

 
Joint) 

 

 
 

 
 

Catalog No. 

 

Suitable 
Conductor 

mm)Dimensions 

kN
Slip 

Strength 

kg) 
Weigh 

t 

 

 

D 

 

1 

 

 

L 

 

 

L1 

 

 

d 

 

2 

JYB-70/40 LGJ-70/40 32 22.0 410 240 20.0 8.8 55.0 0.80 

JYB-95/55 LGJ-95/55 38 25.0 430 150 24.0 19.0 93.4 0.92 

JYB-120/70 LGJ-120/70 36 25.5 340 160 25.0 19.0 51.0 0.92 

JYB-150/25 LGJ-150/25 30 18.0 320 85 26.0 12.0 56.5 0.35 

JYB-185/25 LGJ-185/25 32 20.4 330 90 17.2 11.2 61.0 0.86 

JYB-185/30 LGJ-185/30 32 20.0 350 100 17.5 13.5 72.0 0.80 

JYB-240/30 LGJ-240/30 36 23.3 430 130 21.2 13.2 79.0 0.95 

铝制件。 

 

Material is aluminium 

外管为铝制件，内管为热镀锌钢制件。 

 

The outer sleeve is aluminium, the inner sleeve is hot-
dip galvanized steel. 



68 

 

 

 

JYB-240/40 LGJ-240/40 36 23.5 450 130 21.3 13.3 100.0 0.97 

JYB-240/55 LGJ-240/55 38 24.0 530 160 22.0 16.5 72.0 1.08 

JYB-300/20 LGJ-300/20 40 25.0 420 100 14.0 9.8 79.0 1.07 

JYB-300/25 LGJ-300/25 36 25.5 430 110 23.4 18.5 87.0 1.10 

JYB-300/40 LGJ-300/40 40 25.5 430 110 22.0 17.0 98.0 1.00 

JYB-300/50 LGJ-300/50 40 26.0 460 120 22.0 17.0 122.0 1.01 

JYB-300/70 LGJ-300/70 42 27.0 500 150 24.0 19.0 99.0 1.35 

JYB-400/35 LGJ-400/35 45 28.5 530 150 26.0 15.0 99.0 1.74 

JYB-400/50 LGJ-400/50 45 29.5 500 130 22.0 17.0 117.0 1.80 

JYB-400/65 LGJ-400/65 48 29.5 530 140 26.0 21.0 128.0 1.90 

JYB-400/95 LGJ-400/95 48 31.0 560 170 28.0 22.0 163.0 2.10 

JYB-500/65 LGJ-500/65 52 32.5 560 160 24.0 19.0 146.0 2.21 
 

7

Splicing Sleeves for AAA  Conductor  (Hydraulic 
 

 
Compression  Type) 

 

 
 

Catalog No. 
Suitable Steel 

Wire 

mm
Dimensions 

kN
Slip  Strength kg)Weight 

L D 

JYH-240 LHBJ-240 390 36 63.7 0.7 

JYH-340 LHBJ-340 390 40 94.0 1.3 

8

Splicing Sleeves for AACSR  Conductor (Hydraulic 
 

 
Compression  Type) 

 

 
 

Catalog No. 
Suitable 
Conductor Fig 

mm
Dimensions 

kN
Slip 

Strength 

kg)Weigh 
t D d L L1 

JYD-120/70HG LHAGJ-120/70 1 36 24 450 140 118.8 0.74 

铝制件。 

 

Material is aluminium 

内接续管热镀锌钢制件，外接续

管及两端衬管为铝制件。 

 

The inner sleeve is hot-dip 
galvanized steel, the outer 
sleeve and lining sleeve are 
aluminium. 
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JYD-150/25H LHAGJ-150/25 1 40 20 410 85 68.6 1.80 

JYD-366/60 A3/S1A-366/60 2 60 25 660 130 172.0 3.20 
 

9

Splicing Sleeves for ACSR  Conductor  Shielding 
 

 
Wire(Hydraulic Compression  Butt  Joint) 

 

 
 

Catalog 
No. 

Suitable 
Conductor 

 

Fig 

mm Dimensions 
kN

Slip 
Strength 

kg)Wei 
ght 

 

D 1 
 

L 
 

L1 
 

d 2 

JY-70/10 LGJ-70/10 1 26 - 310 - - - 22.3 0.34 

JY-70/40 LGJ-70/40 1 32 20.0 420 220 18 8.8 55.4 0.56 

JY-120/25 LGJ-120/25 2 32 17.0 440 170 14 14.0 71.0 0.84 

JY-120/70 LGJ-120/70 2 36 25.5 600 280 22 11.5 94.0 2.33 

JY-150/35 LGJ-150/35 2 30 18.5 470 180 16 8.2 62.0 0.76 

JY-185/30 LGJ-185/30 2 32 20.0 480 170 16 7.7 61.1 0.84 

JY-185/45 LGJ-185/45 2 36 21.0 520 200 18 9.1 76.2 1.24 

JY-240/30 LGJ-240/30 2 36 23.0 520 170 16 7.9 71.8 1.04 

JY-300/40 LGJ-300/40 2 40 25.5 640 190 16 8.7 90.0 1.70 

JY-300/50 LGJ-300/50 2 40 26.0 660 210 18 9.6 100.0 1.79 

JY-400/35 LGJ-400/35 2 45 28.5 680 180 16 8.2 100.0 1.96 

JY-400/50 LGJ-400/50 2 45 29.5 730 220 20 9.9 120.0 2.19 

JY-400/65 ACSRJ95MCM 2 48 29.5 760 250 22 11.0 128.0 2.86 

JY-500/45 LGJ-500/45 2 52 31.5 760 200 18 9.1 120.0 3.12 

JY-630/55 LGJ-630/55 2 60 36.5 840 266 24 10.3 156.2 4.86 

JY-720/50 LGJ-720/50 2 65 38.0 860 246 24 9.7 162.0 5.79 

JYD-70/40 LGJ-70/40 1 34 23.5 335 120 22 13.8 55.4 0.67 

JYD-95/55 LGJ-95/55 1 34 26.0 370 110 24 16.0 74.2 1.60 

JYD-120/25 LGJ-120/25 1 34 26.0 330 90 20 11.2 71.1 0.56 

10

Splicing Sleeves  for  ACSR  Conductor  (Compression with 
 

 
Pliers) 

内接续管热镀锌钢制件，外接

续管及两端衬管为铝制件。 

 

The inner sleeve is hot-dip 
galvanized steel, the outer 
sleeve and lining sleeve are 
aluminium. 
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Catalog No. 
Suitable 
Conductor 

mm Dimensions kN
Slip  Strength kg)Weight 

b C1 C2 L 

JT-10/2 LGJ-16/2 1.7 11.0 5.0 170 3.9 0.03 

JT-16/3 LGJ-16/3 1.7 14.0 6.0 210 5.8 0.06 

JT-25/4 LGJ-25/4 1.7 16.0 7.8 270 8.8 0.08 

JT-35/6 LGJ-35/6 2.1 18.0 8.8 340 12.0 0.13 

JT-50/8 LGJ-50/8 2.3 22.0 10.5 420 16.0 0.23 

JT-70/10 LGJ-70/10 2.6 26.0 12.5 500 22.0 0.31 

JT-95/15 LGJ-95/15 2.6 31.0 15.0 690 33.0 0.52 

JT-95/20 LGJ-95/20 2.6 31.5 15.2 690 35.0 0.52 

JT-120/7 LGJ-120/7 3.1 33.0 16.0 910 26.0 0.84 

JT-120/20 LGJ-120/20 3.1 35.0 17.0 910 39.0 0.91 

JT-150/8 LGJ-150/8 3.1 36.0 17.5 940 31.0 0.94 

JT-150/20 LGJ-150/20 3.1 37.0 18.0 940 44.0 0.98 

JT-150/25 LGJ-150/25 3.1 39.0 19.0 940 51.0 1.01 

JT-185/10 LGJ-185/10 3.4 40.0 19.5 1040 39.0 1.25 

JT-185/25 LGJ-185/25 3.4 43.0 21.0 1040 56.0 1.37 

JT-185/30 LGJ-185/30 3.4 43.0 21.0 1040 61.0 1.37 

JT-210/10 LGJ-210/10 3.6 43.0 21.0 1070 43.0 1.49 

JT-210/25 LGJ-210/25 3.6 44.0 21.5 1070 63.0 1.52 

JT-210/35 LGJ-210/35 3.6 45.0 22.0 1070 71.0 1.56 

JT-240/30 LGJ-240/30 3.9 48.0 23.5 540 72.0 0.92 

JT-240/40 LGJ-240/40 3.9 48.0 23.5 540 79.0 0.92 
 

 
 
 
 
 
 

11

Splicing Sleeves for ACSR Conductor (Explosive Overlap 
 

 
Joint) 

铝制件。 

 

Material is aluminium 
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Catalog No. 
Suitable 
Conductor 

mm Dimensions 
kN Slip 

Strength 
kg)Weight b C1 C2 L 

JTB-35/6 LGJ-35/6 2.1 18.6 8.8 170 12 0.07 

JTB-50/8 LGJ-50/8 2.3 22.0 10.5 210 16 0.10 

JTB-70/10 LGJ-70/10 2.6 26.0 12.5 250 22 0.17 

JTB-95/15 LGJ-95/15 2.6 31.0 15.0 230 33 0.19 

JTB-95/20 LGJ-95/20 2.6 31.5 15.2 230 35 0.19 

JTB-120/7 LGJ-120/7 3.1 33.0 16.0 300 26 0.30 

JTB-120/20 LGJ-120/20 3.1 35.0 17.0 300 39 0.32 

JTB-150/8 LGJ-150/8 3.1 36.0 17.5 310 31 0.33 

JTB-150/20 LGJ-150/20 3.1 37.0 18.0 310 44 0.35 

JTB-150/25 LGJ-150/25 3.1 39.0 19.0 310 51 0.36 

JTB-185/10 LGJ-185/10 3.4 40.0 19.5 350 39 0.46 

JTB-185/25 LGJ-185/25 3.4 43.0 21.0 350 56 0.51 

JTB-185/30 LGJ-185/30 3.4 43.0 21.0 350 61 0.51 

JTB-210/10 LGJ-210/10 3.6 43.0 21.0 360 43 0.54 

JTB-210/25 LGJ-210/25 3.6 44.0 21.5 360 63 0.55 

JTB-210/35 LGJ-210/35 3.6 45.0 22.0 360 71 0.56 

JTB-240/30 LGJ-240/30 3.9 48.0 23.5 370 72 0.68 

JTB-240/40 LGJ-240/40 3.9 48.0 23.5 370 79 0.68 
 

12

Splicing Sleeves  for  Jumper  ACSR  Conductor  (Explosive 
 

 
Overlap Joint) 

 

 
 

Catalog No. Suitable Conductor 
mm)Dimensions 

kg)Weight 
b C1 C2 L 

JTB-70/40 LGJ-70/40 2.6 30.4 14.7 250 0.21 

铝制件。 

 

Material is aluminium 

铝制件。 

 

Material is aluminium 
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JTB-95/55 LGJ-95/55 3.1 36.5 17.5 250 0.25 

JTB-210/50 LGJ-210/50 5.0 47.0 22.6 370 0.72 

JTB-300/25 LGJ-300/25 5.0 54.0 26.0 296 0.66 

JTB-400/35 LGJ-400/35 5.0 60.0 39.0 330 0.80 

JTB-400/95 LGJ-400/95 5.5 64.0 31.0 330 1.00 
 

13

Splicing Sleeves for ACSR Conductor (Hydraulic Overlap 
 

 
Joint) 

 

 
 

Catalog 
No. 

Suitable 
Steel  Wire 

mm)Dimensions 
kN Slip 

Strength 
kg)Weight 

D d L L1 1 Φ 2 

JYD-150/35 LGJ-150/35 36 22 380 100 25.5 18.5 61.8 0.64 

JYD-185/25 LGJ-185/25 38 20 400 90 27.0 11.2 56.5 0.83 

JYD-185/30 LGJ-185/30 32 20 372 82 21.0 12.0 61.0 0.62 

JYD-185/45 LGJ-185/45 40 24 430 110 28.0 14.0 76.2 0.82 

JYD-300/15 LGJ-300/15 40 18 470 70 24.5 8.4 65.0 0.89 

JYD-300/20 LGJ-300/20 40 18 490 60 25.0 9.8 72.0 0.91 

JYD-400/20 LGJ-400/20 45 18 550 80 28.5 9.8 84.0 1.24 

JYD-300/25 LGJ-300/25 40 20 480 90 25.5 11.2 79.0 0.95 

JYD-400/25 LGJ-400/25 45 20 550 90 28.5 11.2 91.0 1.30 

JYD-240/30 LGJ-240/30 36 20 460 100 23.0 12.0 72.0 0.87 

JYD-400/35 LGJ-400/35 45 22 540 100 28.5 13.0 99.0 1.79 

JYD-500/35 LGJ-500/35 52 22 620 100 31.5 13.0 114.0 2.82 

JYD-240/40 LGJ-240/40 36 20 440 100 23.0 13.3 79.0 0.97 

JYD-300/40 LGJ-300/40 40 20 490 100 25.5 13.3 88.0 1.30 

JYD-500/45 LGJ-500/45 52 24 610 110 31.5 14.0 122.0 2.88 

JYD-630/45 LGJ-630/45 60 24 690 110 34.5 14.0 141.0 3.80 

JYD-300/50 LGJ-300/50 40 22 490 120 26.0 15.0 98.0 1.21 

JYD-400/50 LGJ-400/50 45 24 570 120 29.5 15.4 117.0 1.87 

JYD-720/50 ACSR-720/50 60 24 715 120 38.5 15.4 162.0 4.00 

JYD-240/55 LGJ-240/55 36 22 470 120 24.0 16.0 97.0 1.10 

JYD-630/55 LGJ-630/55 60 26 680 120 36.0 16.0 156.0 3.63 

外管为铝制件，内管为热镀锌钢制件。 

 

The outer sleeve is aluminium, the inner 
sleeve is hot-dip galvanized steel. 
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JYD-800/55 LGJ-800/55 65 26 780 120 40.0 16.0 182.0 4.65 

JYD-300/60 LGJ-300/60 42 24 525 130 27.0 16.5 114.7 2.60 

JYD-400/65 LGJ-400/65 48 26 560 130 29.5 17.2 129.0 2.28 

JYD-500/65 LGJ-500/65 52 26 640 130 32.5 17.2 146.0 2.93 

JYD-300/70 LGJ-300/70 42 24 520 130 27.0 18.0 122.0 1.48 

JYD-800/70 LGJ-800/70 65 26 760 130 40.5 18.0 197.0 4.50 
 

14

Repair Sleeves for ACSR  Conducter,  Steel  Wire 
 

 
 

Catalog No. Suitable Steel  Wire 
mm)Dimensions 

 

kg)Weight 
D L R 

JX-70/10 LGJ-70/10 22 125 6.25 0.10 

JX-70/40 LGJ-70/40 24 140 8.10 0.10 

JX-95 LGJ-95/15/20 26 150 7.25 0.15 

JX-95/55 LGJ-95/55 32 170 9.00 0.75 

JX-120/25 LGJ-120/25 26 150 8.40 0.13 

JX-150 LGJ-150/20/25 30 170 9.00 0.21 

JX-150/35 LGJ-150/35 32 170 9.50 0.24 

JX-185/10 LGJ-185/10 32 150 10.00 0.35 

JX-185 LGJ-185/25/45 210/10 32 150 10.50 0.35 

JX-210 LGJ-210/25 210/35 34 200 11.00 0.40 

JX-240 LGJ-240/30/40 210/50 36 200 11.50 0.45 

JX-240/55 LGJ-240/55 36 200 12.00 0.45 

JX-300/15 LGJ-300/15 40 250 12.00 0.51 

JX-300 LGJ-300/20/25/40/50 40 250 13.00 0.51 

JX-300/70 LGJ-300/70 52 250 13.50 0.51 

JX-400 LGJ-400/20/25/35/50 45 300 14.50 0.74 

JX-400/65 LGJ-400/65 48 300 15.00 0.74 

JX-400/95 LGJ-400/95 48 300 15.50 0.74 

JX-500 LGJ-500/35/45/65 52 300 16.00 1.27 

JX-630 LGJ-630/45/55/80 60 350 18.00 1.70 

JX-720/50 ACSR-720/50 60 370 19.00 3.60 

JX-800/55 LGJ-800/55 65 350 20.00 2.02 

JX-800 LGJ-800/70/100 65 350 20.50 2.00 

JX-35G GJ-35 16 100 4.20 0.09 

JX-55G GJ-55 20 130 5.10 0.24 

铝制件、热镀锌钢制件。 

 

Material is aluminium，hot-dip galvanized steel。 
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JX-50G GJ-50 18 100 4.50 0.15 

JX-70G GJ-70 22 120 5.80 0.23 

JX-80G GJ-80 24 150 6.00 0.39 

JX-100G GJ-100 26 140 7.00 0.54 

JX-120G GJ-120 28 170 7.50 0.58 

JX-135G GJ-135 32 160 8.00 0.78 

JX-165G GJ-165 34 185 8.00 0.96 

JX-50BG LBGJ-50-20AC 30 120 4.80 0.20 

JX-80BG LBGJ-80-20AC 24 150 6.70 0.38 

JX-100BG LBGJ-100-20AC 27 160 7.50 0.49 

JX-120BG LBGJ-120-40AC 27 170 8.10 0.61 

JX-185BG LBGJ-185-20AC 36 210 9.80 1.20 

JX-150BG JLB40-150 26 180 8.90 0.67 

JX-95BG JLB3-95 26 160 7.20 0.47 
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Parallel Groove Clamps  for Steel  Wire 
 

 
 

Catalog No. 
2 

mm ) Steel  Wire 
section  area 

Fig 

mm)Dimensions 

kg)Weight 
a M L R h 

JBB-1 25-35 1 44 12 90 4.5 40 0.66 

JBB-2 50-70 1 50 16 90 6.0 50 1.00 

JBB-3 100-120 2 56 16 124 7.0 55 1.85 

16

Parallel Groove Clamps  for AAC  ACSR  Conductor 

线夹本体和盖板为可锻铸铁，其余为钢制件，全部热镀

锌。 

 

The clamp body and keepers are malleable iron, the 
other parts are steel.All ferrous parts are hot-dip 
galvanized. 
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Catalog No. 
2 

mm ) Steel  Wire 
section  area 

Fig 

mm)Dimensions 

kg)Weight 
a M L R h 

JB-0 16-25 1 38 10 72 3.5 40 0.22 

JB-1 35-50 1 46 12 80 5.0 45 0.35 

JB-2 70-95 2 54 12 114 7.0 55 0.65 

JB-3 120-150 2 64 16 140 8.5 60 1.05 

JB-4 185-240 2 72 16 144 11.0 65 1.25 

JB-5 300-400 2 90 16 200 14.0 80 2.46 

JB-6 500/45/65 2 100 16 240 15.5 90 4.35 

JB JB-3T
JB-4-3

Note:  Type JB clamp is suitable for copper  conductor.  For example: 
JB-3T.It  can also  be used for conductor  of  non-equal  diameter  such 
as JB-4-3. 
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Jumper  Connectors  (Hydraulic Compreession  Type) 

线夹本体和盖板为铝合金件，其余为热镀锌钢制件。 

 

The clamp body and keepers are aluminium alloy, the 
other parts are hot-dip galvanized steel. 
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Catalog No. Suitable Conductor 
mm)Dimensions 

kg)Weight 
D L1 L2  

JYT-35/6 LGJ-35/6 16 60 65 9.5 0.41 

JYT-50/8 LGJ-50/8 18 60 65 11.0 0.45 

JYT-70/10 LGJ-70/10 22 70 65 13.0 0.54 

JYT-95/15 LGJ-95/15 26 80 65 15.0 0.62 

JYT-120/7 LGJ-120/7 26 80 85 16.0 0.60 

JYT-120/20 LGJ-120/20 26 80 85 16.5 0.58 

JYT-150/8 LGJ-150/8 30 90 85 17.5 0.86 

JYT-150/20 LGJ-150/20 30 90 85 18.0 0.84 

JYT-150/25 LGJ-150/25 30 90 85 18.5 0.84 

JYT-185/10 LGJ-185/10 32 90 85 19.5 0.94 

JYT-185/25 LGJ-185/25 32 90 85 20.5 0.90 

JYT-185/30 LGJ-185/30 32 90 85 20.5 0.90 

JYT-185/45 LGJ-185/45 36 90 85 21.0 1.15 

JYT-210/10 LGJ-210/10 34 100 85 20.5 1.18 

JYT-210/25 LGJ-210/25 34 100 85 21.5 1.14 

JYT-210/35 LGJ-210/35 34 100 85 22.0 1.10 

JYT-240/30 LGJ-240/30 36 110 85 23.0 1.21 

JYT-240/40 LGJ-240/40 36 100 85 23.0 1.25 

JYT-300/15 LGJ-300/15 40 110 105 24.5 1.76 

JYT-300/25 LGJ-300/25 40 110 105 25.0 1.74 

JYT-300/40 LGJ-300/40 40 110 105 25.5 1.74 
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Preformed Armour  Rods  for Conductor  Repair 

线夹本体为铝制件，其余为热镀锌钢制件。 

 

The clamp body is aluminium alloy .the other parts are 
hot-dip galvanized steel. 
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Catalog No. 

 

Suitable Conductor 
mm)Dimensions NO.of 

a 
group 

 

kg)Weight  

d 
 

D 
 

L 

FYB-95/15 LGJ-95/15 3.6 11.4 420 13 0.16 

FYB-95/20 LGJ-95/20 3.6 11.4 420 13 0.16 

FYB-95/55 LGJ-95/55 3.6 13.3 420 16 0.17 

FYB-120/7 LGJ-120/7 3.6 12.0 450 14 0.18 

FYB-120/20 LGJ-120/20 3.6 12.5 450 14 0.18 

FYB-120/25 LGJ-120/25 3.6 13.0 450 14 0.18 

FYB-150/8 LGJ-150/8 3.6 13.3 480 16 0.20 

FYB-150/20 LGJ-150/20 3.6 14.7 480 16 0.21 

FYB-150/25 LGJ-150/25 3.6 14.2 480 16 0.21 

FYB-150/35 LGJ-150/35 3.6 14.5 480 16 0.21 

FYB-185/45 LGJ-185/45 4.6 16.3 500 14 0.38 

FYB-300/40 LGJ-300/40 6.3 19.9 500 13 0.62 
 

19

Connectors for 4-2  Bundle Condutors 
 

 
 

Catalog No. 
Suitable Conductor mm)Dimensions 

kg)Weight 
  1 2 

JR-2/4-300/40-900K LGJ-300/40 LGKK-900 23.94 49 25.0 

JR-2/4-400/50-900K LGJ-400/50 LGKK-900 27.63 49 25.0 

JR-2/4-300/40-1400 LGJ-300/40 LGJQT-1400 23.94 51 26.5 

JR-2/4-400/50-1400 LGJ-400/50 LGJQT-1400 27.63 51 26.5 

铝合金制件。 

 

Material is aluminium alloy. 

线夹为铜铝件，其余为热镀锌钢制件。 

 

The clamp body is Cu-AL transition，the other parts are 
hot-dip galvanized steel. 
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Protective  Fitting 
 

1 FD FG 

Vibration Dampers  (Type FD  and FG) 
 

 
 

 

Catalog No. 

mm2)Conductor  Section 
area 

 

Fig 

mm)Dimensions 

 

kg)Weight Steel 
Wire 

AAC
ACSR 

 

L 
 

D 
 

h 

FD-1  35-50 1 300 40 40 1.5 

FD-2  70-95 2 370 46 55 2.4 

FD-3  120-150 1 450 56 65 4.5 

FD-4  180-240 1 500 62 70 5.6 

FD-5  300-400 1 550 67 70 7.2 

FD-6  500-630 1 550 70 75 8.6 

FG-35 35  2 300 42 50 1.8 

FG-50 50  2 350 46 50 2.4 

FG-70 70  1 400 56 60 4.2 

FG-100 100  1 500 62 65 5.9 

2 FF 

Vibration Dampers  (Type FF) 
 

 
 

Catalog No. Suitable 
Conductor Dia 

mm)Dimensions 
 

kg)Weight 
L D h 

FF-5 23.0-28.0 550 67 70 7.4 

FF-6 35.0-42.0 550 70 97 9.2 

FF-3-38 32.0-38.0 550 62 97 5.1 

FF-4-38 32.0-38.0 550 62 97 6.0 

锤头为灰铸铁件，涂漆，其余为热镀锌钢制件。 

 

Counter weights are grey iron,  painted.The other 
parts are hot-dip galvanized steel. 

线夹为铝台金件，锤头为灰铸铁件，溶漆或热镀锌，其余为热

镀锌钢制件。 

 

The clamp is aluminium alloy counter weights are grey iron, 
painted or hot-dip galvanized. The other parts are hot-dip 
galvanized steel. 
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FF-4-42 35.0-42.0 550 62 100 6.0 

FF-5-42 35.0-42.0 550 67 100 7.8 
 

3 FR 

Vibration Dampers  (Type FR) 
 

 
 

Catalog No. 
Suitable 

Conductor Dia 

mm)Dimensions 
kg)Weight 

L L1 L2 h a 

FR-1 9.0-12.0 429 240 189 80 50 2.68 

FR-2-01 12.0-15.0 429 240 189 80 50 2.77 

FR-2-02 15.0-20.0 429 240 189 80 50 2.78 

FR-3-01 18.0-25.0 505 280 225 90 60 4.97 

FR-4 25.0-32.0 550 300 250 97 60 7.50 

FR-4-42 23.0-42.0 550 300 250 100 60 7.80 

FR-7 32.0-37.0 666 333 333 100 70 9.50 

4 FDZ 

Vibration Dampers  (Type FDZ) 
 

 
 

Catalog No. Suitable 
Conductor Dia 

Fig 
mm)Dimensions 

 

kg) 
kg)Weight 

L h 

FDZ-1 9.0-12.0 1 320 80 0.7 2.0 

FDZ-2 11.4-16.0 1 370 80 0.9 2.3 

FDZ-2T 11.4-16.0 2 370 55 0.9 2.4 

FDZ-3 14.0-22.0 1 450 80 1.7 4.4 

FDZ-4 18.0-28.0 1 500 90 2.1 5.5 

线夹为铝台金件，锤头为灰铸铁件，溶漆或热镀锌，其余为热

镀锌钢制件。 

 

The clamp is aluminium alloy counter weights are grey iron, 
painted or hot-dip galvanized. The other parts are hot-dip 
galvanized steel. 

线夹为铝台金件，锤头为灰铸铁件，溶漆或热镀锌，其余为热

镀锌钢制件。 

 

The clamp is aluminium alloy counter weights are grey iron, 
painted or hot-dip galvanized. The other parts are hot-dip 
galvanized steel. 



80 

 

 

FDZ-5F 23.01-29.1  1 570 97 3.0  7.1 

5 FYH 

Preformed Armor Rods  (Type FYH) 
 

 
 

5-1 
 

Catalog No. Suitable Conductor 
mm)Dimensions 

NO. of a 
group 

kg)Weight d D L 

FYH-70/10 LGJ-70-10 3.6 9.7 1300 11 0.33 

FYH-95/15 LGJ-95/15 3.6 11.4 1400 13 0.53 

FYH-95/20 LGJ-95/20 3.6 11.4 1400 13 0.54 

FYH-95/55 LGJ-95/55 3.6 13.3 1500 16 0.62 

FYH-120/7 LGJ-120/7 3.6 12.0 1400 14 0.55 

FYH-120/20 LGJ-120/20 3.6 12.5 1400 14 0.57 

FYH-120/25 LGJ-120/25 3.6 13.0 1400 14 0.58 

FYH-120/70 LGJ-120/70 4.6 14.9 1800 14 0.75 

FYH-150/8 LGJ-150/8 3.6 13.3 1500 16 0.62 

FYH-150/20 LGJ-150/20 3.6 14.7 1500 16 0.65 

FYH-150/25 LGJ-150/25 3.6 14.2 1500 16 0.64 

FYH-150/35 LGJ-150/35 3.6 14.5 1500 16 0.66 

FYH-185/10 LGJ-185/10 4.6 14.9 1800 14 1.24 

FYH-185/25 LGJ-185/25 4.6 15.7 1800 14 1.25 

FYH-185/30 LGJ-185/30 4.6 15.7 1800 14 1.26 

FYH-185/45 LGJ-185/45 4.6 16.3 1800 14 1.26 

FYH-210/10 LGJ-210/10 4.6 15.9 1800 14 1.27 

FYH-210/25 LGJ-210/25 4.6 16.6 1800 14 1.28 

FYH-210/35 LGJ-210/35 4.6 16.9 1800 14 1.28 

FYH-210/50 LGJ-210/50 4.6 17.3 1800 14 1.30 

FYH-240/30 LGJ-240/30 4.6 17.9 1900 16 1.44 

FYH-240/40 LGJ-240/40 4.6 17.9 1900 16 1.44 

FYH-240/55 LGJ-240/55 4.6 18.6 1900 16 1.50 

FYH-300/15 LGJ-300/15 6.3 19.1 2000 13 2.30 

FYH-300/20 LGJ-300/20 6.3 19.4 2000 13 2.30 

FYH-300/25 LGJ-300/25 6.3 19.7 2000 13 2.33 

FYH-300/40 LGJ-300/40 6.3 19.9 2000 13 2.34 

FYH-300/50 LGJ-300/50 6.3 20.1 2000 13 2.34 

铝合金制件。 

 

Material is aluminium alloy. 
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FYH-300/70 LGJ-300/70 6.3  20.9  2000 13 2.54 

 
 

5-2 
 

Catalog No. Suitable Conductor 
mm)Dimensions 

NO. of a 
group 

kg)Weight 
d D L 

FYH-400/20 LGJ-400/20 6.3 22.3 2200 14 2.80 

FYH-400/25 LGJ-400/25 6.3 22.1 2200 14 2.80 

FYH-400/35 LGJ-400/35 6.3 22.3 2200 14 2.80 

FYH-400/50 LGJ-400/50 6.3 23.0 2200 14 2.80 

FYH-400/65 LGJ-400/65 6.3 23.2 2200 14 2.83 

FYH-400/95 LGJ-400/95 6.3 24.8 2200 14 2.85 

FYH-500/35 LGJ-500/35 6.3 24.9 2500 16 3.48 

FYH-500/45 LGJ-500/45 6.3 24.9 2500 16 3.48 

FYH-500/65 LGJ-500/65 6.3 25.7 2500 16 3.50 

FYH-630/45 LGJ-630/45 7.8 27.9 2500 15 5.32 

FYH-630/55 LGJ-630/55 7.8 28.5 2500 15 5.40 

FYH-630/80 LGJ-630/80 7.8 28.9 2500 15 5.40 

FYH-720/50 ACSR-720/50 7.8 31.0 2500 15 6.20 

FYH-800/55 LGJ-800/55 7.8 31.8 2500 17 6.02 

FYH-800/70 LGJ-800/70 7.8 32.1 2500 17 6.10 

FYH-800/100 LGJ-800/100 7.8 32.3 2500 17 6.20 

 
 

5-3 
 

Catalog No. Suitable Conductor 
mm)Dimensions 

NO. of a 
group 

kg)Weight 
d D L 

FYH-50BG LBGJ-50-23AC 3.6 7.70 1000 9 0.95 

FYH-55BG LB4-55 3.6 8.20 1300 11 1.50 

FYH-75BG LBGJ-75-27AC 3.6 9.56 1400 12 1.60 

FYH-80BG JLB1A-80 3.6 9.60 1400 12 1.61 

FYH-100BG LBGJ-100-20AC 3.6 11.00 1400 12 1.92 

FYH-120BG JLB1A-120 3.6 12.00 1400 14 1.72 

铝合金制件。 

 

Material is aluminium alloy. 

铝包钢制件。 

 

Aluminium  claded  steel. 
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FYH-150BG LBGJ-180-40AC 3.6 13.20 1500 15 1.98 

FYH-185BG LBGJ-185-20AC 3.6 14.50 1500 16 2.10 

FYH-210BG JLB-14-210 4.6 16.00 3200 14 3.60 
 

6

Aluminum  Tape 
 

 
 

Catalog NO 

mm
Thincmess dia 

 

mm)  Widen dia 
kg)Weight 

kg/m m/kg 

1*10 1.0 10 0.027 37 

7

Weight Assemble 
 

 
 

Catalog No. 

 

Name 
Catalog No. kg)Weight 

 

Remark 

 

 

1 

 

 

 

 

ZG-1 

 

 

0.28 

XGU-4 
Install on Suspension Clamp  of 

XGU-4 
 

2 

 

重锤挂板 

 

ZG-2 

 

0.29 
XGU-5 6 

Install on Suspension Clamp  of 
XGU-5 6 

3 重锤座 ZJ-1 1.50  

4 重锤片 ZC-1 15.0  

5 平行挂板 P-16 53.0 见联结金具 See Link Fitting 

铝合金制件。 

 

Material is aluminium alloy. 

重锤片为灰铸铁件，涂漆，其余为热镀锌钢制件。 

 

Counter weights are grey iron,  painted.The other parts are hot-
dip galvanized steel. 
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8

Counter  Weight Pieces 
 

 
 

8-1 
 

Catalog No. 
mm)Dimensions 

kg)Weight 
L L1 L2 h h1 b  

ZC-18G 320 240 110 310 220 38.00 24 21.8 

ZC-30 380 240 200 300 220 35.00 24 30.0 

ZC-18G LK LX LXV XTF4 XT4 
Note: ZC-18G is connected with yoke Plate of type LK LX LXV and Jumper 
Suspension of  type  XTF4 XT4. 

 

8-2

Catalog No. 
mm)Dimensions 

 

kg)Weight 
L L1 h h1 b  

ZD-20 450 240 220 300 30 24.00 21.8 
 

9 JZX 

Cross Type Spacers-dampers  (Type JZX) 

重锤片为灰铸铁件，涂漆。 

 

Counter weights are grey iron,  painted. 
 

重锤片为灰铸铁件，涂漆。 

 

Counter  weights  are  grey  iron,  painted. 
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Catalog No. 
mm) 

Dia of  Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JZX4-45300 23.00-24.50 450 7.5 

JZX4-45300J 24.50-26.00 450 7.5 

JZX4-45400 26.00-28.00 450 7.5 

JZX4-45400J 28.10-29.50 450 7.5 

JZX4-45500G 30.00 450 8.2 
 

10 JZF 

Square Frame  Type Spacers-dampers  (Type  JZF) 
 

 
 

Catalog No. 
mm) 

Dia of  Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JZF4-45300 23.0-24.5 450 7.5 

JZF4-45300J 24.5-26.0 450 7.5 

JZF4-45400 26.0-28.0 450 7.5 

JZF4-45400J 28.1-29.5 450 7.5 

11 JZJD 

Rectangular Frame  Spacers-dampers  (Type  JZJD) 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制件。 

 

The clamps are aluminium alloy, damper pads are elastomer, the 
other parts are hot-dip galvanized  steel. 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the other parts are hot-dip galvanized  steel. 
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Catalog No. 
mm) 

Dia of  Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JZJD4-45300 23.0-24.5 450 8.2 

JZJD4-45400 26.0-28.0 450 8.2 
 

12 JZFD 

Square Frame  Type Spacers-dampers  (Type  JZFD) 
 

 
 

Catalog No. Suitable Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JZFD4-45300 LGJ-300 450 7.5 

JZFD4-45400 LGJ-400 450 7.5 

JZF4-50630 LGJ-630/55 500 9.5 

JZF4-50720 ACSR-720/50 500 9.8 

13 JZ 

Spacers-dampers  for four  -bundle  Conductor  (Type  JZ) 
 

 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the other parts are hot-dip galvanized  steel. 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制件。 

 

The clamps are aluminium alloy, damper pads are elastomer, 
the other parts are hot-dip galvanized  steel. 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the other parts are hot-dip galvanized  steel. 
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Catalog No. Suitable Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JZ-45300-20 LGJ-300 450 29.0 

JZ-45400-20 LGJ-400 450 29.0 
 

14

Take the  dance is  rectangular damping  interval stick 
 

 

 
 

 

 

Catalog 
No. 

 

 

适用导线 

Applicable wires 

 

主要尺寸（mm)Dimensions 
 
 

参考重量（kg) 

Weight  

L 

 

FJZ-445/300JW 
LGJ-300/25 450 25.3 

LGJ-300/40 450 25.3 
 

FJZ-445/400JW 
LGJ-400/35 450 28.5 

LGJ-400/50 450 28.5 

FJZ-445/500JW LGJ-500/35 450 28.5 

FJZ-445/630JW LGJ-630/45 500  

FJZ-445/720JW LGJ-720/50 500  
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15 FJZ 

Spacers-dampers  for six  -bundle  Conductor  (Type FJZ) 
 

 
 

Catalog No. Suitable Conductor 
mm)Dimensions 

 

kg)Weight 
 

FJZ6-375/240 LGJ-240/30 750 11.3 

FJZ6-375/300 LGJ-300/40 750 11.3 

FJZ6-40400 LGJ-400/50 800 12.6 

16 FJT 

Jumper Spacers  for Six  -bundle  Conductor  (Type FJT) 
 

 
 

Catalog No. Suitable  Conductor 
mm)Dimensions 

 

kg)Weight 
 

FJT6-375/240 LGJ-240/30 750 9.7 

FJT6-375/300 LGJ-300/40 750 12.0 

FJT6-40400 LGJ-400/50 800 9.7 

17 330kV 

Spacers-dampers for four -bundle Conductor (330kV T.L.) 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the other parts are hot-dip galvanized  steel. 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the other parts are hot-dip galvanized  steel. 
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Catalog  No. Suitable Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JZJ4-35150 LGJ-150/20 25 35 350 4.6 

JZJ4-35185 LGJ-185/25 30 45 350 4.6 

JZJ4-35210 LGJ-210/25 35 50 350 4.6 

JZJ4-35240 LGJ-240/30 40 55 350 4.6 
 

18 330kV 

Spacers-dampers for three-bundle Conductor (330kV 

T.L.) 

 
 
 
 
 
 
 
 
 
 

Catalog No. Suitable Conductor 
mm)Dimensions 

 

kg)Weight 
L 

FJZ3-35185 LGJ-185/25 30 45 350 3.5 

FJZ3-35210 LGJ-210/25 35 50 350 3.5 

FJZ3-35240 LGJ-240/30 40 55 350 3.5 

19 JTZ 

Jumper Spacers  for Four-bundle  Conductor  (Type JTZ) 
 

 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the other parts are hot-dip galvanized  steel. 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the other parts are hot-dip galvanized  steel. 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the other parts are hot-dip galvanized  steel. 



89 

 

 

 

Catalog No. 
(mm) 

Dia of  Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JTZ4-45300 23.0-24.5 450 5.8 

JTZ4-45400 26.0-28.0 450 5.8 

JTZ4-45500 30.0 450 6.8 
 

20 JTGF 

Jumper Spacers  for Four-bundle  Conductor  (Type JTGF) 
 

 
 

Catalog No. 
(mm) 

Dia of  Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JTGF-45300 23.0-24.5 450 26.5 

JTGF-45400 26.0-28.0 450 26.5 

21 JT 

Jumper Spacers  for Four-bundle  Conductor  (Type JT) 
 

 
 

Catalog No. 
(mm) 

Dia of  Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JT4-45300 23.0-24.5 450 4.5 

JT4-45400 26.0-28.0 450 4.5 

FJY4-50 36.4 500 5.0 

22 500kV 

Spacer  for 500Kv  Line  Jumper  Conductor 

线夹为铝合金件，其余为热镀锌钢制件。 

 

The clamps are aluminium alloy , the other parts are hot-dip 
galvanized  steel. 

线夹为铝合金件，其余为热镀锌钢制件。 

 

The clamps are aluminium alloy , the other parts are hot-dip 
galvanized  steel. 
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Catalog No. 
(mm) 

Dia of  Conductor 
mm)Dimensions 

kg)Weight 
1 2 L 

TJ2-12240 22.0 22.0 18 120-145 0.80 

TJ2-12300 24.0 18.0 24 120 0.85 

TJ2-12400 28.0 22.0 28 120 0.85 

TJ2-12500 30.0 30.0 24 120 0.95 

TJ2-12630 34.2 34.5 24 120 0.95 

TJ2-12720 36.4 37.0 24 120 0.95 

1 2 TJ2-120-28/36 
Note:  1 2 can be dcsigned according to  the requircmcnts  of 

project . such as TJ2-120-28/36. 

23 FJQ 

Spacer for Double  Condutor  (Type FJQ) 
 

 
 

Catalog No. Suitable 
Conductor 

mm)Dimensions 
(KN) kg)Weight 

R L 

FJQ-404 LGJ-185-240 11.0 400 7 1.00 

FJQ-405 LGJ-300-400 14.5 400 10 1.20 

FJQ-204 LGJ-185-240 11.0 200 7 0.85 

FJQ-205 LGJ-300-400 14.5 200 10 1.05 

FJQ-455 LGJ-300-400 15.4 450 10 2.43 

线夹为铝合金件，其余为热镀锌钢制件。 

 

The clamps are aluminium alloy , the other parts are hot-dip 
galvanized  steel. 

本体和压板为铝合金件，其余为热镀锌钢制件。 

 

The body and keepers are aluminium alloy, the other parts 
are hot-dip galvanized  steel. 
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24 JJB2 

Spacer Dampers  for Double  Conductor  (Type JJB2) 
 

 
 

Catalog No. Suitable 
Conductor 

mm)Dimensions 

kg)Weight 
L Φ 

JJB2-45-300/70 LGJ-300/70 450 22.5 2.6 

JJB2-40-400/50 LGJ-400/50 400 27.5 2.5 

JJB2-45-400/50 LGJ-400/50 450 27.5 2.5 

JJB2-45-400/95 LGJ-400/95 450 28.0 2.5 

JJB2-40-500/45 LGJ-500/45 400 28.2 3.0 

25 JZQ 

Spacer Dampers  for Double  Conductor  (Type JZQ) 
 

 
 

Catalog No. Suitable Conductor 
mm)Dimensions 

 

kg)Weight 
L 

JZQ-120/25 LGJ-120/25 400 2.0 

JZQ-300/25 LGJ-300/70 400 2.2 

JZQ-300/40 LGJ-300/40 400 2.2 

JZQ-300/50 LGJ-300/50 400 2.2 

JZQ-300/70 LGJ-300/70 400 2.2 

JZQ-400/50 LGJ-400/50 400 2.6 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer, the  other  parts  are  hot-dip  galvanized   steel. 

线夹为铝合金件，阻尼垫为合成橡胶，其余为热镀锌钢制

件。 

 

The clamps are aluminium alloy, damper pads are 
elastomer,  the  other  parts  are  hot-dip  galvanized   steel. 
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26、均压屏蔽环（500kV 线路用） 

Grading and Shielding Rings for 500Kv T.L. 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

26-1 
 

 

型号 

Catalog No. 

 

主要尺寸（mm)Dimensions 
 

参考重量

（kg)Weight 

 

 

材料Material 
L L1 h φ φ1 a b 

JPL-500N 1450 900 330 50 18 60 60 9. 3 铝 

FJP-500ND 1670 900 405 50 18 60 60 10. 5 铝 

FJP-500N/GH 1450 920 330 60 18 60 60 11.3 铝 

FP-500N/GH 1450 900 330 60 18 60 60 10. 7 铝 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

26-2 
 
 
 

型号 
Catalog No. 

主要尺寸（mm)Dimensions 
 

参考重量

（kg)Weight 

 

材料 
Material 

L L1 L2 h h1 φ φ1 C 
PLJ-500X 700 600 250 235 60 50 18 20 3. 9 铝 

PPL-500X 700 600 270 235 60 50 18 20 4.4 铝 

PPLJ-500X 700 600 270 235 60 50 18 22 4. 6 铝 

主体铝制件，其余为热镀锌钢制件。 

 

The body is aluminium, the other parts are hot-dip 
galvanized steel. 

主体铝制件，其余为热镀锌钢制件。 

 

The body is aluminium, the other parts are hot-dip 
galvanized steel. 
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26-3 
 

Catalog No. 
mm)Dimensions 

kg)Weight Material 
L L1 h 1 2 C a 

FJP-500XDA 800 700 320 50 18 20 80 6.20  

FJP-500XD 700 600 290 50 18 20 80 4.33  

FJP-500XD1L 700 600 305 50 14 18 45 4.20  

FJ-500XD/GH 700 600 290 60 14 20 80 9.85  
 

 
 

26-4 
 

Catalog No. 
mm)Dimensions 

kg)Weight Material 
L L1 h 1 2 C a 

JL-500XS 1050 600 230 50 18 24 60 6.20  

LJ2-500XS 1050 600 230 50 18 22 60 6.20  

FJ-500XS/GH 1050 600 230 60 14 22 60 14.30  

FJ-500XS/GHE 1150 600 270 60 18 24 60 6.80  

FJP-500XSL 1200 600 230 50 18 20 60 7.30  

FJ-500XSL1 1200 600 230 50 18 22 60 7.34  

FJ-500XSL2 1280 680 260 50 18 28 60 7.80  

FJ-500XSL2 1280 680 285 50 18 44 60 7.96  

LJ2-500XS/G 1150 600 230 60 18 24 60 6.76  

主体铝制件，其余为热镀锌钢制件。 

 

The body is aluminium, the other parts are hot-dip 
galvanized steel. 

主体铝制件，其余为热镀锌钢制件。 

 

The body is aluminium, the other parts are 
hot-dip galvanized steel. 
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26-5 
 

Catalog No. 
mm)Dimensions 

kg)Weight Material 
L h h1  a C  1 

FJP-500XV-95 300 557 164 47.5  80 20 60 18 6.8  

LJ2-500XV-55 300 548 78 55.0  80 24 60 18 7.6  

LJ2-500XV-54 400 532 108 54.0  80 27 60 18 8.2  

LJ2-500XV-50 300 577 109 50.0  80 24 60 18 8.0  

LJ2-500XV-45 300 608 145 45.0  80 24 60 18 7.2  
 

27 330kV 

Grading and Shielding Rings for 330 kV T.L. 
 

 
 

27-1 
 

Catalog No. 
mm)Dimensions 

kg)Weight Material 
L1 L2 h1 h2 a C  1 

JP-330-N 652 352 392 120 80 24 32 18 5.2  

J-330N 702 320 176 136 80 24 32 18 5.0  

JP-330-NL 650 270 392 120 80 24 32 18 2.5  

主体铝制件，其余为热镀锌钢制件。 

 

The body is aluminium, the other parts are hot-dip 
galvanized steel. 

铝制件或热镀锌钢制件。 

 

The body is aluminium or hot-dip galvanized steel. 
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27-2 
 

Catalog No. Fig 

mm)Dimensions 

kg)Weight Material 
L L1 h  1 C a 

FJP-330XS 1 900 600 231 32 14 22 120 10.6  

FJP-330XD 2 700 600 275 32 18 20 80 9.6  

 
 

27-3 
 

Catalog No. 
mm)Dimensions 

kg)Weight Material 
L L1 L2 h1 h2 C  1 

JP-330-X 800 270 350 145 220 18 32 18 4.2  

FJP-330-NB 800 320 380 150 392 26 32 18 4.8  

JP-330-XL800 800 270 350 145 220 18 32 18 2.1  

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

铝制件或热镀锌钢制件。 

 

The  body  is  aluminium  or  hot-dip  galvanized  steel. 
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27-4 
 

Catalog No. 
mm)Dimensions 

kg)Weight Material 
L L1 L2 h C  1 

PV-330 815 300 390 130 22 32 18 4.8  
 

 
 

27-5 
 

Catalog No. 
mm)Dimensions 

kg)Weight Material 
L L1 L2 L3 h1 h2 C  1 

P-330X 800 700 280 380 165 185 18 32 18 5.48  

P-330XL 800 700 280 380 165 185 18 32 18 2.70  
 
 

 

Guy  Wire  Fitting 
 

1

Wedge  Clamps 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

铝制件或热镀锌钢制件。 

 

The  body  is  aluminium  or  hot-dip  galvanized  steel. 
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Catalog 
No. 

mm)Steel Wire 
Dia 

mm)Dimensions 

KN) 
Rated Failure 

Load 
kg)Weight 

C M L R 

NX-1 6.6-7.8 18 16 150 6.0 45 1.19 

NX-2 9.0-11.0 20 18 180 7.3 88 1.76 

LX-3 13.0-14.0 24 24 200 7.3 143 3.20 

LX-4 15.0-16.0 28 27 220 8.0 164 5.30 
 

2 UT 

UT Wedge  Clamps   (Adjustable Type) 
 

 
 

Catalog 
No. 

mm)Steel Wire 
Dia 

mm)Dimensions 

KN) 
Rated Failure 

Load 
kg)Weight 

C M L L1 

NUT-1 6.6-7.8 56 16 350 200 45 2.10 

NUT-2 9.0-11.0 62 18 430 250 88 3.20 

NUT-3 3.0-14.0 74 22 500 300 143 5.40 

NUT-4 5.0-16.0 82 24 580 300 164 7.20 

3 UT 

UT Wedge  Clamps   (Non-Adjustable  Type) 
 

 

线夹的本体和楔子为可锻铸铁，热镀锌。闭口销为不锈钢

制件，其余为钢制件，热镀锌。 

 

The body and wedge are malleable iron. The cotter pin is 
stainless steel. The other parts are steel. All ferrous parts 
are hot-dip galvanized. 

线夹的本体和楔子为可锻铸铁，热镀锌。闭口销为不锈钢

制件，其余为钢制件，热镀锌。 

 

The body and wedge are malleable iron. The cotter pin is 
stainless steel. The other parts are steel. All ferrous parts 
are hot-dip galvanized. 
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Catalog No. mm)Steel Wire 
Dia 

mm)Dimensions 

KN) 
Rated Failure 

Load 
kg)Weight 

C M L L1 

NU-3 13.0-14.0 74 22 290 60 143 4.21 

NU-4 15.0-16.0 82 24 340 70 164 7.27 
 

4 U 

Shackles (Type U) 
 

 
 

Catalog No. 
mm)Dimensions 

KN) 
Rated Failure 

Load 
kg)Weight 

C R d h M 

UL-7 20 15 16 120 16 70 0.65 

UL-10 22 17 18 140 18 100 0.92 

UL-16 26 19 22 140 22 160 1.64 

UL-20 30 22 24 160 24 200 2.90 

5 JK 

Guy  Clips  (Type JK) 
 

 
 
 

 

Catalog No. 
mm)Steel Wire 

Dia 

mm)Dimensions 

kg)Weight 
M h R C 

JK-1 6.6-7.8 10 54 5.0 22 0.18 

JK-2 9.0-11.0 10 72 6.0 28 0.30 

JK-3 12.0-14.0 12 90 7.5 33 0.65 

闭口销为不锈钢件，其余为热镀锌钢制件。 

 

The cotter pin is stainless steel，the other parts are hot-
dip galvanized steel. 

本体为可锻铸铁，其余为钢制件，热镀锌。 

 

The body is malleable iron. The other parts are steel. 

All ferrous parts are hot-dip galvanized. 
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6 PD 

Straps  (Type PD) 
 

 
 

Catalog No. 
mm)Dimensions KN) 

Rated Failure Load 

 

kg)Weight 
b  L 

PD-7 16 18 70 70 0.45 

PD-10 16 20 80 100 0.67 

PD-12 16 24 100 120 0.94 

PD-16 18 26 100 160 1.10 

PD-20 26 30 120 200 2.40 

7

Strain Clamps (Compression  and Guard against Theft Type) 
 

 
 

Catalog 
No. 

mm)Steel 
Wire Dia 

mm)Dimensions 

 

 

 

KN) 
Rated 

Failure Load 

 

kg)Weight  

M 
 

L1 
 

L2 
 

d 

NYF-35 7.8 16 280 250 16 GWF-16 47 5.0 

NYF-50 9.0 18 330 250 18 GWF-18 62 5.3 

NYF-70 11.0 18 330 250 22 GWF-18 91 5.5 

NYF-100 13.0 22 400 300 26 GWF-22 123 12.0 

NYF-120 14.0 22 400 300 28 GWF-22 143 12.0 

NYF-135 15.0 24 470 350 30 GWF-24 164 13.2 

NYF-165 16.8 27 480 350 34 GWF-27 195 14.0 

NYF-180 17.5 27 480 350 36 GWF-27 212 14.3 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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8

 
 

 

Catalog 
No. 

 

mm)Steel 
Wire Dia 

mm)Dimensions 
 

 

 

KN) 
Rated 

Failure 
Load 

 
 

kg)Weight 
 

 

M 

 

 

L1 

 

 

L2 

 

 

C 

NUTF-1 6.6-7.8 16 350 200 56 GWF-16 45 2.40 

NUTF-2 9.0-11.0 18 430 250 62 GWF-18 88 3.56 

NUTF-3 13.0-14.0 22 500 300 74 GWF-22 143 5.76 

NUTF-4 15.0 24 580 350 82 GWF-24 164 7.60 

9

Guard against  Theft  Plates  for strain clamp 
 

 
 

Catalog No. 

 

适用耐张线夹 Suitble Strain Clamp 

 

配套金具 tools 

NUF-1B NUT-1 GWF-16 

NUF-2B NUT-2 GWF-18 

NUF-3B NUT-3 GWF-22 

NUF-4B NUT-4 GWF-24 

10 LV 

Yoke Plates  for Double Guy  Wire (Type  LV) 

线夹的本体和楔子为可锻铸铁，热镀锌。其余为钢制件，

热镀锌。 

 

The body and wedge are malleable iron. The other parts 
are steel. All ferrous parts are hot-dip galvanized. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 



101 

 

 

 

 
 

Catalog 
No. 

mm)Dimensions KN) 
Rated Failure Load kg)Weight h b1 b2 1 2 L 

LV-1012 60 16 16 20 20.0 120 100 1.8 

LV-1212 90 16 16 24 20.0 120 120 2.3 

LV-1620 120 16 16 38 28.5 200 160 3.4 

LV-2015 100 16 24 30 24.0 150 200 2.5 

LV-2518 100 16 30 33 24.0 180 250 2.7 

LV-3014 120 18 34 44 28.5 140 300 4.6 

LV-3016 120 18 32 39 26.0 160 300 5.4 

LV-3018 120 18 32 39 26.0 180 300 5.9 

LV-4025 150 24 36 45 30.0 250 400 9.5 

LV-5020 150 30 38 45 33.0 200 500 8.2 
 

11 LVR 

Yoke Plates  for Double Guy  Wire (Type  LVR) 
 

 
 

Catalog 
No. 

mm)Dimensions 
KN) 

Rated 
Failure Load 

kg)Weight 
b1 b2 1 2 h L R 

LVR-1014 16 16 20 18 90 140 19 100 1.5 

LVR-1215 16 16 24 20 90 150 21 120 2.4 

LVR-2015 16 24 30 20 100 150 22 200 2.5 

LVR-2518 16 30 33 24 100 180 25 250 2.7 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 
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LVR-3018 18 32 39 26 120 180 25 300 3.0 

LVR-4025 24 36 45 30 150 250 38 400 9.5 

LVR-4530 30 38 45 30 180 300 38 450 10.0 
 

12

Strain Clamps  (Compression  Type) 
 

 
 

Catalog No. 
mm)Steel 

Wire Dia 

mm)Dimensions 
KN) 

Rated Failure Load kg)Weight 
c d 

NYFQ-35 7.8 66 16 47 4.0 

NYFQ-50 9.0 74 18 62 4.8 

NYFQ-70 11.0 74 22 91 5.0 

NYFQ-100 13.0 86 26 123 8.0 

NYFQ-120 14.0 86 28 143 8.0 

NYFQ-135 15.0 94 30 164 9.2 

NYFQ-165 16.8 104 34 195 11.3 

NYFQ-180 17.5 104 36 212 11.3 

 

热镀锌钢制件。 

 

Hot-dip galvanized steel. 


